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ABOUT THIS ADDENDUM

This addendum is for system administrators or others responsible for configuring the
PowerHub system for OSPF routing. This addendum describes the OSPF routing
protocol and the commands you use to configure your PowerHub system as an OSPF

router.

This addendum contains the following chapters:

Chapter 1: Overview Describes the OSPF routing protocol.

Chapter 2: Getting Started Describes how to configure the
PowerHub system for OSPF routing and
how to troubleshoot your OSPF
configuration.

Chapter 3: The OSPF Subsystem Describes the commands in the ospf

subsystem, which let you configure the
PowerHub system to perform OSPF
routing.

Chapter 4. Route Exchange Commands  Describes commandsin therip
subsystem that let you specify how route
information is exchanged between RIP
and OSPF.
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OTHER BOOKS

You can find additional information about your PowerHub system in the following

books:

400-1908-0001, Rev A, Issue 1

PowerHub Software Manual, V 2.6 (Rev B)
Describes the commands to configure the PowerHub 4000, 4100, 6000, and
7000 for bridging and for IP routing. This manual also describes how to
configure the PowerHub system to perform RIP routing and | P Multicasting.

Power Hub Supplementary Protocols, Manual, V 2.6 (Rev B)
Describes the commands to configure the PowerHub 4000, 4100, 6000, and
7000 for AppleTak, DECnet, and IPX routing; also describes how to
implement | P Security.

PowerHub 4000 Installation and Configuration Manual, V 2.6 (Rev A)
Describes the PowerHub 4000 hardware, as well as how to install it and how
to upgradeit.

PowerHub 4100 Fast Ethernet Addendum, V 41-2.6.0.1 (Rev A)
Describes the PowerHub 4100 hardware, as well as how to install it and how
to upgradeit.

PowerHub 6000 Installation and Configuration Manual, V 2.6 (Rev B)
Describes the PowerHub 6000 hardware, as well as how to install it and how
to upgradeit.

PowerHub 7000 Installation and Configuration Manual, V 2.6 (Rev C)
Describes the PowerHub 7000 hardware, as well as how to install it and how
to upgradeit.
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TYPOGRAPHICAL CONVENTIONS

The following typographical conventions are used in this manual:

Thistype style...

AaBbCcDd

AaBbCc Dd

<AaBbCcDd>

400-1908-0001, Rev A, Issue 1

Indicates...
A term that is being defined. Example:

OSPF (Open Shortest Path First) isarouting protocol that enables each
participating router to use atopological map of the network to route packets.

A command name. PowerHub commands are case sensitive; they should always be
entered in lower case. Example:

showcf g

1) Separates the full and terse forms of a command or argument:

» Thefull form is shown on the left of the| .
» Theterseform is shown on theright of the| .

Example:

showcf g| scf

When you typethe command or argument, you can type either thefull form
or theterse form. In this example, you cantypeshowcf g or scf .

2) Separates mutually exclusive command arguments. Example:

set OSPF-router enl|dis

In this example, the command set OSPF-r out er can accept either
enl ordi s, but not both.

Indicates a parameter for which you or the PowerHub system supplies avalue.
When used in command syntax, <i t al i ¢s> indicates avalue you supply.
Example:

set router-id <router-id>

In thisexample, <r out er - i d>isaparameter for which you must supply avaue
when you issue this command.
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Indicates afile name or afield name.

AaBbCcDd
A file name example:
When you boot the PowerHub software, the system looksfor afilenamed cf g.
A field name example:
When you boot the PowerHub software, thel ogi n: prompt is displayed.
AaBbCcDd Indicates text (commands) displayed by the PowerHub software or typed at the
or command prompt. To make typed input easy to distinguish from command prompts
AaBbCcDd and output, the typed input is shown in darker type. Example:

10 on 12
12

1: Power Hub# pm view all
Port 10 (all) being viewed on:

In this example, you type “pm vi ew al | 10 on 12" and the software responds
“Port 10 (all) being viewed on: 12”.
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1 Overview

This addendum describes the PowerHub ospf subsystem, which contains commands
for configuring the PowerHub system to perform OSPF routing. In addition, this
addendum describes commands in the rip subsystem that let you exchange route
information between OSPF and RIP.

This chapter lists the PowerHub system requirements for using OSPF and describes
basic features of OSPF. For complete information about OSPF, see RFC 1583. The
PowerHub implementation of OSPF is based on this RFC.

* If you want to skip this overview and configure your PowerHub system as an OSPF
router now, go to Chapter 2.

« If you dready have configured the hub for OSPF routing but need to adjust specific
OSPF parameters, go to Chapter 3.

 If you want to define filters for exchanging routes between OSPF and RIP, go to
Chapter 3.
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2 OVERVIEW CH.1

1.1 SYSTEM REQUIREMENTS

To useyour PowerHub system for OSPF routing, the system must meet the following
requirements.

1.1.1 Hardware
Table 1-1 lists the minimum DRAM requirements for using the PowerHub OSPF

software.
TABLE 1-1 DRAM requirements for OSPF.
PowerHub Model Packet Engine DRAM Requirement *
7000 24 MB
6000 16 MB

* This REV of the addendum does not list the PowerHub 4000 or PowerHub 4100 DRAM
requirements. DRAM requirements for the PowerHub 4000 and 4100 models will be listed in a
future Rev of this addendum and in the Release Notes for those models.

To display the amount of DRAM in your Packet Engine, issue the mgnt showcf g
command. (See Section 2.2 on page 12.)

The DRAM amounts listed in Table 1-1 include the DRAM requirements for all the
system software, not just OSPF. You alocate a portion of the Packet Engine DRAM to
the OSPF software using the mai n get memcommand. This command allocates 500 KB
of the Packet Engine DRAM to OSPF by default. However, depending upon the size of
your OSPF Autonomous System, you might need less DRAM. The mai n get mem
command lets you specify how much DRAM to allocate to OSPF. (See Section 2.5.2 on

page 15.)

1.1.2 Software

To use the PowerHub system for OSPF routing your hub must have at least the
software versions listed in Table 1-2.

TABLE 1-2  Software requirements for OSPF.

PowerHub Model Minimum Softwar e Requirements*
System Software Packet Engine boot PROM
7000 7-2.6.3.0 254 or later

* This REV of the addendum lists only the PowerHub 7000 software requirements. Software
reguirements for the other PowerHub models will be listed in a future Rev of this addendum and
in the Release Notes for the other PowerHub models.
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If you ordered your PowerHub system from the factory with one of the software
versions listed in Table 1-2, you do not need to install software to use the hub for OSPF
routing.

To display the version of system software running on your PowerHub system, use the
mai n ver si on command. (Thiscommand is described in Section 2.1 on page 11.)

If you received a version of software later than the versions listed above, install the
software using the installation instructions in the Release Notes that accompany the
software. After you install the software, use the procedures in Section 2.5 on page 14 to
configure the hub for OSPF routing.

1.2 WHAT IS OSPF?

OSPF (Open Shortest Path First) is a routing protocol that enables each
participating router to use a topologica map of the network to route packets. OSPF
routers exchange route information using LSAs (link-state advertisements). AnLSA isa
packet that reports the link states (up or down) of arouter’sinterfaces that are attached to
devicesin the OSPF network.

OSPF is an IGP (Interior Gateway Protocol). That is, OSPF distributes routing
information within a single Autonomous System.

RIP (Routing Information Protocol) is another popular IGP used in TCP/IP
networks, and also is implemented in the PowerHub software. RIP uses distance vectors
to build route tables in RIP routers. A “hop count” (sometimes called a “cost” or a
“metric”) is associated with each route. The cost represents the number of hops (routers)
between the packet’ s source host and destination host.

OSPF does not use distance vectors for routes. Instead, OSPF uses the link states of
the routersin the network to derive a picture of the network topology.

OSPF lets you logically group your networks into areas. By grouping your
networks into areas, you can reduce the amount of routing traffic among OSPF routers.
An ared' s topology is summarized before being sent to other areas, thereby reducing
routing traffic.
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4 OVERVIEW

1.3 OSPF TOPOLOGY

CH.1

OSPF routers view the network in terms of the following topological elements:

Autonomous System

Backbone

Area

Sub Area

1.3.1 OSPF Router Types

A group of routersthat exchange routing information using
the same routing protocol (ex: RIP or OSPF). Packets that
are destined for a host outside of the Autonomous System
must be sent to the Autonomous System Border router,
which in turn sends them to another router in another
Autonomous System. (Autonomous System Border routers
are described in Section 1.3.1.)

Consists of the networks and OSPF routers that do not
belong to an area, and routersthat belong to multiple aress.
OSPF uses the backbone to route packets between aress.

The PowerHub software automatically creates an area |D
(0.0.0.0) for the backbone. Unless you add OSPF areas for
the interfaces on the PowerHub system, the software
assumes that the hub belongs to the backbone area.

A collection of directly-attached OSPF interfaces. The
interfaces can be on the same router or on different routers.
Y ou assign an OSPF interface to a particular area by
assigning a 32-bit area | D to the interface. An interface
cannot belong to more than one area.

Y ou can divide your Autonomous System into multiple
areas by adding the areas using the ar ea add command.
(See Section 3.3.5 on page 35.)

An areathat has only one exit point out of the area.

OSPF recognizes four types of routers. An OSPF router’s type is determined by its
position in the topology of the OSPF network. Here are the types of OSPF routers:

Backbone router

Interior router

Area Border router

An OSPF router that has at least one interface attached to the
network backbone.

An OSPF router whose interfaces all are within the same area

An OSPF router whose interfaces belong to more than one
area

Autonomous System Border router*

An OSPF router that exchanges routing information with
routers belonging to other Autonomous Systems.

1. In some documents, the Autonomous System Border router is called the “ Autonomous System Boundary Router.” Both

terms refer to the same type of router.

400-1908-0001, Rev A, Issue 1
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SEC. 1.3 OSPF TOPOLOGY 5

Figure 1-1 shows an example of an OSPF Autonomous System. In this example, al
routers in the Autonomous System belong to the same area (0.0.0.0, the backbone areq).

r—--— - "-""-"—-"—-"—-"—-"—-"—-—"—-"—-"—-"—-"—-"—"—-—— — 1
PowerHub PowerHub
system A system B
147.128.121.227 Area 0.0.0.0 (backbone) 147.128.122.227
PowerHub
system C

147.128.123.227

PowerHub PowerHub
system D system E
147.128.124.227 147.128.125.227
PowerHub
system F

147.128.126.227

RIP

FIGURE 1-1 Example OSPF network containing one area.

The PowerHub systems in Figure 1-1 are functioning as the following types of

OSPF routers:
System A Interior router.
System B Interior router.
System C Autonomous System Border router.
System D Interior router.
System E Interior router.
System F Interior router.
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CH.

System. The software also imports RIP routes into the OSPF Autonomous System.

400-1908-0001, Rev A, Issue 1

T

PowerHub
system A
147.128.121.227

Areal.1.1.1

Figure 1-2 shows a different configuration using the same PowerHub systems.

PowerHub
system B
147.128.122.227

PowerHub
system C
147.128.123.227

PowerHub
- Tsystem D |
147.128.124.227

PowerHub
system F
147.128.126.227

RIP

PowerHub

system E
147.128.125.227

Area 0.0.0.0
(backbone)

FIGURE 1-2 Example OSPF network containing multiple areas.

1

Notice that each PowerHub system has an ID that resembles an IP address. These
addresses are OSPF router IDs. Each router within an OSPF Autonomous System must
have a unique OSPF router ID. To ensure that OSPF IDs remain unigue, you can use one
of the IP addresses configured on the PowerHub system as that system’s OSPF router 1D.

Notice that PowerHub system C is attached to another Autonomous System in
which RIP is being used. PowerHub system C is functioning as an Autonomous System
Border router. The PowerHub software exports OSPF routes into the RIP Autonomous

PowerHub OSPF Addendum
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In this configuration, the Autonomous System is divided into multiple areas. The
PowerHub systems are functioning as the following types of OSPF routers:

System A Interior router.

System B Interior router.

System C Autonomous System Border router.
stem D Area Border router.

Sy
stem E Area Border router.

Sy

System F Interior router.

Area Border routers send summary route information from one area to the other.
For example, PowerHub systems D and E summarize route information for the networks
in area 1.1.1.1 into area 0.0.0.0. In turn, PowerHub systems D and E also summarize
route information for area 0.0.0.0into area1.1.1.1.

1.3.2 Neighbors

When the OSPF software is initializing the OSPF routers in the Autonomous
System, the software uses Hello packets to establish adjacency between routers. Routers
that are adjacent exchange their link-state databases to become neighbors. A link-state
database contains LSAs (link-state advertisements). An LSA describes the state of an
OSPF router’ s link to another device within the Autonomous System.

In Figure 1-2 on page 6, PowerHub system A has two OSPF neighbors—PowerHub
systems C and D. Following the exchange of Hello packets among these systems,
PowerHub system A receives a link-state database from system C and a link-state
database from system D. The link-state databases contain link-state information for the
networks attached to systems C and D.

OSPF routers use the information in the link-state databases received from their
neighbors to route traffic within the Autonomous System. When two neighbors have
completely exchanged their link-state databases, they become “full” neighbors. You can
display information about the PowerHub system’s neighbors using the show nei ghbor
command. (See Section 3.4.2.4 on page 54.)
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8 OVERVIEW CH.1

1.3.3 Stub Areas

Depending upon your network configuration, you might have an OSPF area that has
only one exit. Such an areais called a stub area. Figure 1-3 shows an example of an
OSPF Autonomous System that contains a stub area.

r-— - -"—-"—-"—-—"—"—"—"—-—"—-—"—-—"—"—"—-"—-—' — — — — T

I PowerHub PowerHub I

| system A system B I

| |147.128.121.227 Area 1.1.1.1 147.128.122.227| |

| |

I |

| |

I PowerHub |

system C

| 147.128.123.227 I

| |

| |

I |

| |

- PowerHub PowerHub
"_syEferTD_"--_-'-_"--__-_"-éy§em—E—"'f

I 147.128.124.227 147.128.125.227 |

I I

I Area 0.0.0.0 (backbone) |

L — — — - — — e = = -

r——==-=—-- 1

| PowerHub |

| system F I

I 147.128.126.227 |

| |

|

| Aea2222 :

| |

L — - — = - RIP

FIGURE 1-3 Example OSPF network containing a stub area.

In this OSPF configuration, PowerHub system F has only one route outside of area
2.2.2.2. All traffic destined for a network inside area 2.2.2.2 must use the single route
into the area. All traffic from networks inside area 2.2.2.2 to networks in other areas aso
must use the single route. The single route into and out of a stub area is called the
“default” route for that stub area.

When you add an area to the PowerHub OSPF configuration (using the ar ea add
command), you can explicitly identify the area as a stub area. (See Section 3.3.5 on
page 35.) By explicitly identifying the area as a stub area, you permit the PowerHub
software to summarize the link-state information sent by other OSPF routers to the stub
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SEC. 1.3 OSPF TOPOLOGY 9

area’ s Area Border router. State information is provided for the default route, rather than
for al devicesthat can be reached using that default route.

1.3.4 Virtual Links

An Autonomous System that contains multiple OSPF areas can contain areas that
are not connected to the backbone and are not connected to each other. Figure 1-4 shows
an example of an OSPF Autonomous System that contains such an area.

r-——- """ "—-""—-"—-"—-—"—-"—"—-"—"—"—"—' - — — — — |
! PowerHub PowerHub I
| system A system B |
| | 147.128.121.227 Areal1l.1.1.1 147.128.122.227| |
I I
fm ] |
I |
PowerHub |
| PowerHub system C
| systeln G i | 147.128.123.227 I
| 147.128.'127.227 I |
| 1 I
| Area 3.3.3.3 I |
L — — — — — — — | I
(L Powewo | L _ _ ] Poweub_ |
system D system E
_ _ I | 147.128.124.227 147.128.125.227| |
Virtual Link | |
I Area 0.0.0.0 (backbone) I
I I
F——— = T——— - ——————— = .
| PowerHub |
| system F I
| 147.128.126.227 |
I I
I I
| Area 2.2.2.2 |
I I
L — = - RIP

FIGURE 1-4 Example OSPF network containing a virtual link.

In this OSPF configuration, PowerHub system G is disconnected from the backbone
area. Normally, routers such as system G would not be able to become neighbors with
routers in the backbone area or with areas on the other end of the backbone area. For
example, area 3.3.3.3 is disconnected from the backbone area (0.0.0.0) and from area
2.2.2.2. Accordingly, devices inside one of the disconnected areas cannot send traffic to
devicesin the other disconnected area.

400-1908-0001, Rev A, Issue 1 PowerHub OSPF Addendum



10 OVERVIEW CH.1

To alow disconnected areas to become neighbors, the PowerHub OSPF software
contains the automatic virtual-link feature. This feature automatically builds a link
between PowerHub OSPF areas that are not attached to the backbone and that do not
share a common Area Border router. A virtual link is required to connect system G with
arouter connected to the backbone, and therefore to the rest of the Autonomous System.
The virtual link is shown in Figure 1-4 on page 9 by the heavy dashed line.

The software creates the virtual link by using other areas between the disconnected
areas as transit areas. A transit area provides a path for the virtua link. In Figure 14,
the transit area for the virtua link between system G and the backbone area is
areall.l.1.

Note that if one or both of the disconnected OSPF routers is not a PowerHub
system, the PowerHub OSPF software cannot automatically build a virtual link between
the routers. However, you still can build a virtual link between the routers using the
virtual -1ink add command. (See Section 3.3.8 on page 41.)

1.3.5 Exchanging Routes Between RIP and OSPF

You can use both OSPF and RIP on the same PowerHub system, as long as you
don’t use both routing protocols on the same PowerHub segment. A PowerHub system
running both RIP and OSPF can exchange route information between the two protocols.

A PowerHub system that runs both OSPF and RIP can serve as an Autonomous
System Border router. As described in Section 1.3.1 on page 4, an Autonomous System
Border router connects an OSPF Autonomous System to another Autonomous System
where another routing protocol, such as RIP, is being used. (In Figure 1-4, PowerHub
system C is an Autonomous System Border router.)

If you want the hub to exchange RIP and OSPF information, you must enable the
hub as an Autonomous System Border router using the set asbd enl command. (See
Section 3.3.2 on page 34.)
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2 Getting Started

This chapter contains procedures for configuring your PowerHub system to perform
OSPF routing. The procedures assume that you want to use the PowerHub defaults for
most of the OSPF parameters. Use the procedures in this chapter to perform the basic
configuration tasks, then use specific ospf commands described in Chapter 3 to fine-tune
your configuration if needed.

This chapter contains the following information:
» Displaying the installed system software version. (See Section 2.1 on page 11.)
 Displaying the amount of DRAM in the Packet Engine. (See Section 2.2 on page 12.)
» Accessing the ospf subsystem. (See Section 2.3 on page 13.)
» Getting on-line help. (See Section 2.4 on page 13.)
 Configuring the PowerHub system for OSPF routing. (See Section 2.5 on page 14.)
* Saving the PowerHub configuration. (See Section 2.6 on page 21.)
 Verifying and troubleshooting the OSPF configuration. (See Section 2.7 on page 24.)

2.1 DISPLAYING THE SYSTEM SOFTWARE VERSION

Section 1.1 on page 2 lists the hardware and software requirements for using the
PowerHub OSPF software. To display the versions of the system software and Packet
Engine boot PROM installed on your PowerHub system, issue the following command:

mai n version <s/ot-nunber>
where;

<sl ot - nunber > Isthe number of the NIM dlot that contains the Packet Engine.
Specify one of the following:

 For aPowerHub 4000, 4100, or 6000, specify 1.
» For aPowerHub 7000, specify 5 for a5-dot chassis. Specify
10 for a10-dot chassis.
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12 GETTING STARTED CH. 2

Here is an example of the information shown by this command. In this example,
information is shown for a 5-slot PowerHub 7000.

1: Power Hub: mai n# version 5
HHBHBHBHBHBHAHE S| Ot 5 HUHHHHHBHBHBHE

Card Type: Packet Engine
Serial #: 538027795
Model : 7101- 00
Revision: G
I ssue: 1

Power Hub Version: 7-2.6.3.0 (s1.91) 1995.12.07 14:02
PROM Version: 7pep-2.5.4 (s1.76) 1995.11.30 15: 41

The numbers in parentheses following the software version names are used by
Technical Support and might differ from the number shown in this example.

Notice that the date and time when the final versions of the software were officially
released by the factory are listed to the right of the software versions. (The release dates
and times shown in this example might differ from those actually displayed on your
PowerHub system.)

2.2 DISPLAYING THE DRAM IN THE PACKET ENGINE

To ensurethat your PowerHub system contains enough DRAM to run OSPF, issuethe
mgmt showcf g command. Thiscommand displaysthe amount of DRAM inyour Packet
Engine. Hereis an example of the display produced by the mgnt showcf g command.
The line shown in bold type lists how much DRAM isin the Packet Engine.

1: Power Hub: mai n# ngnt showcfg

Accel erator board is present. Accelerator 10OP is being used.
Instal | ed DRAM Si ze: 24 MB

ttyl not set - using 9600 baud

tty2 not set - using 1200 baud

PE: slot 5

04/19: FDDI FDDI

03/13: FIBER FI BER FI BER FI BER FI BER FI BER

02/ 14: BNC BNC BNC BNCT BNCT BNCT

01/01. UTP UTpP UTpP UTP UTpP UTP UTP UTP
UTP UTP UTP UTP 100TX

In this example, the Packet Engine containsa24 MB SIMM.
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2.3 ACCESSING THE OSPF SUBSYSTEM

Most of the commands described in this chapter are located in the ospf subsystem. To
access the ospf subsystem, issue the following command at the runtime prompt:

ospf

The procedures in this chapter assume that you will be working from within the ospf
subsystem. Accordingly, commands in the ospf subsystem are not shown with the
subsystem name. However, for commands that are not located in the ospf subsystem, the
subsystem name isincluded as part of the command. For example, theadd- i nt erf ace
command in the ip subsystemisshown asi p add-i nt er f ace.

2.4 GETTING ON-LINE HELP

All PowerHub models have on-line help to help you navigate through the user
interface. Y ou can get the following types of on-line help:

» General help.
» Subsystem help.
» Command-specific help.
To access general help, issue the following command:
findcmd| fcrd
This command lists all the commandsin all the subsystems.
To display alist of commands within a subsystem, issue the following command:
hel p| h
This command displays information for only the subsystem which you are currently
using.
To use command-specific help, issue the following command:
hel p| h <command- nanme>

Command-specific help provides information for only the command you specify.
Separate “hel p” from the command name by using a space.
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2.5 CONFIGURING THE HUB AS AN OSPF ROUTER

As described in Section 1.3.1 on page 4, you can configure the PowerHub system as
the following types of OSPF router:

* Interior

» Backbone'

» AreaBorder

» Autonomous System Border

An OSPF router can function as more than one of the router types listed above. For
example, a PowerHub system that has interfaces attached to the backbone and to other
OSPF areas will function both as a Backbone router and as an Area Border router.

Generaly, you do not need to worry about the differences among these router types.
The PowerHub OSPF software determines how the hub is being used based upon your
network configuration.

To configure the PowerHub system for OSPF routing, you need to perform the
following tasks. These tasks apply to all OSPF router types.

 Allocate memory for OSPF.

» AddIPinterfaces (if interfaces are not already configured).
» Enable IPforwarding (if it is not already enabled).
 Assign the OSPF router ID.

Depending upon the type of OSPF router you plan to use the PowerHub system as,
you might need to perform some additional configuration tasks.

* |f you plan to use the hub as an Area Border router, you need to add OSPF areas, then
add OSPF interfacesto the aress.

 If your network contains areas that are not connected to the backbone and are not
connected to each other, and the Area Border router for one of these areas is not a
PowerHub system, you might need to create virtual links.

* If you planto use the hub as an Autonomous System Border router, you need to enable
the hub as this type of router.

Finally, after you complete the OSPF configuration steps listed above, you need to
enable OSPF routing.

The following sections describe how to perform these tasks.

1. You do not need to perform any specia configuration steps to use the PowerHub system as a Backbone router. If your
configuration of the hub as an Area Border router or Autonomous System Border router places the hub on the backbone, the hub
also functions as a Backbone router. An Interior router cannot be a Backbone router.

Unless you configure OSPF areas using the ar ea add command, the PowerHub software assumes that you are configuring the
PowerHub system as a Backbone router. In addition, the software automatically configures the arealD 0.0.0.0 for the backbone.
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2.5.1 PowerHub OSPF Defaults

The procedures in this chapter assume that you are using the OSPF configuration
defaults listed in Table 2-1.

TABLE 2-1 PowerHub OSPF defaults.

OSPF Parameter Power Hub Default

OSPF routing Disabled

Interface state Enabled (when you enable OSPF routing)
Area 0.0.0.0 (backbone)

Network ranges None. Link-stateinformation for all networks

attached to the hub is reported in hub’s
link-state database.

Autonomous System Border router (enables  Disabled
hub to exchange RIP and OSPF routes)

Automatic virtual-link feature Enabled

If your network configuration requires that you use different values for any of these
parameters, first complete the setup proceduresin this chapter. Then use commandsin the
ospf subsystem to adjust the OSPF parameters on the PowerHub system. For information
about all the commands in the ospf subsystem, see Chapter 3.

2.5.2 Allocating Memory

You must alocate a portion of the PowerHub system’s main memory for the ospf
subsystem. If you do not allocate memory to the ospf subsystem, you cannot accessit.

To allocate memory for the ospf subsystem, issue the following command:
mai n get mem ospf [ <Kbytes>]
where:

<Kbyt es> Specifies how many KB of the Packet Engine’s main memory you
want to allocate to OSPF. Y ou can specify an amount from 10
through 500 KB, in 1-KB increments. The defaultis500 KB.

FORE Systems recommends that you try the default allocation first.
L et the PowerHub system act as an OSPF router in your OSPF
network for afew hours, thenusethest at s command to check the
memory usage. |If the Fr ee field shows more than 25% of the
memory is unused, you might want to change the memory alocation
to asmaller amount. (See Section 3.5.1 on page 60.)

In general, you want to allocate enough memory so that about 25%is
free.

If the st at s command indicates memory allocation failures
(intheTot al Aut hori zati onFail ures field), you need to
allocate more memory to OSPF.
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configuration file.

NOTE: You can alocate memory for a specific protocol (such as OSPF) only onetime
during apower cycle. After themai n get memospf command isissued once withina
power cycle (either from within the PowerHub configuration file or by you), the command
does not affect the amount of DRAM allocated to OSPF.

To change the amount of DRAM allocated to OSPF, issuethe mai n get memos pf
command, specifying the amount of DRAM you want to allocate, save the configuration
file, then reboot the hub. When you reboot, the hub reads the new DRAM amount from the
configuration file. See Section 2.6 on page 21 for information about saving the

2.5.3 Adding an IP Interface

When you add an IP interface to the PowerHub system, the PowerHub software
automatically adds a corresponding OSPF interface. The OSPF interface is enabled

when you enable OSPF routing.

If you are adding OSPF to a PowerHub system that is already configured for your IP
network, skip the rest of this section and go to Section 2.5.5 on page 18. The OSPF
software automatically creates OSPF interfaces for the IP interfaces when you enable

OSPF routing.

If you need to configure IP interfaces on the PowerHub system, use the following

command.

ip add-interface|ai <seg-I/ist> <lP-addr>
[ <subnet - mask> [ br 0| br 1]

[ cost <cost >]

where:
<seg-list>

<l P- addr >

<subnet - mask>

400-1908-0001, Rev A, Issue 1

[al | subnets|as]]

Specifies the segment(s) to which you are assigning the IP
address. You can specify asingle segment, a
comma-separated list of segments, a hyphen-separated range
of segments, oral | for all segments. If you specify multiple
segments, you createaVLAN. (See Appendix D in the
PowerHub Software Manual, V 2.6 for information about
VLANS))

Specifies the | P address you want to assign to the specified
segment(s). The IP address must bein dotted-decimal
notation (XXX.XXX.XXX.XXX, where each “x" isan integer
from0-9).

Specifies the subnet mask. If a particular network uses |P
subnet addressing, then the subnet mask should be specified
here using dotted-decimal notation. Otherwise, the system
uses adefault subnet mask equal to the“natural” subnet mask
for the particular class of address.
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brO| br1 Specifies the style of broadcast address on a
segment-by-segment basis:

 If you specify br 0, the hub sends an “all-0s’ broadcast.
Thismeansall bitsinthe host segment of theaddressare Os.

« If you specify br 1, the hub sends a standard “al-1s’
broadcast. This means all bits in the host segment of the
address are 1s. Thedefaultisbr 1.

cost <cost > Specifies an additional cost of using the subnet interface.
Thisisthe number of extrahopsto the destination. Therange
is1 through 14. (Therouter decrements an | P packet’s
time-to-livefield at each hop.) ThedefaultisO (zero). When
the hub reports this subnet using RIP, it adds the additional
cost to the reported metric.

NOTE: The cost you specify using thecost argument is used only by RIP, not by
OSPF.

al | subnet s| as Letsyou specify al zerosor al onesin the subnet mask. You
must use this argument if you specify either of the following
subnet masks: 0. 0. 0. 0 or 255. 255. 255. 255.

For information about thei p add- i nt er f ace command and other commands in
the ip subsystem, see Chapter 5 in the PowerHub Software Manual, V 2.6 (Rev B).

2.5.4 Enabling IP Forwarding

If you are adding OSPF to a PowerHub system that is already configured for your 1P
network, 1P forwarding probably is aready enabled. To verify whether IP forwarding is
enabled, issue the following command:

ip showcfg
Here is an example of the display produced by this command.

1: Power Hub: i p# showcfg
| P Configuration:

| P Forwar di ng: enabl ed (gateway)
Default TTL: 32

Arp cache aging tinme: 5 minutes

Routi ng Network Broadcasts: enabl ed

VLAN Bridgi ng Network Broadcasts: enabled

Send | CWVP redirects: enabl ed

Forward Pkts with SrcRt Option: enabl ed

Rout ed Packet Snoopi ng: di sabl ed

The | P For war di ng field shows whether IP forwarding is enabled. (Thislineis
shown in bold type in the example.)

If 1P forwarding is enabled, go to Section 2.5.5.
If IPforwarding is disabled, enable it using the following command:
ip set ipForwarding enl
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2.5.5 Assigning the OSPF Router ID

Each OSPF router within the Autonomous System must have a unique OSPF router
ID. The OSPF router ID is a 32-bit address in IP format. The software does not assign
an address automatically.

You can use any 32-bit address for the OSPF router ID. However, FORE Systems
recommends that you use one of the IP addresses configured on the PowerHub system.
By using one of the IP address on the PowerHub system, you can ensure that OSPF I1Ds
remain unique. If you choose an IP address configured on the hub, your choice does not
affect IP or OSPF. That is, the software does not establish a special relationship between
the I P address you choose and the OSPF software.

By requiring that you use an IP address configured on the hub, the PowerHub OSPF
software ensures that your OSPF router 1D remains unique regardless of changes in the
network.

To assign the OSPF router 1D, issue the following command:
set|se router-id|ri <router-id>

where:

<router-id> Specifies the OSPF router ID. Specify the router 1D in dotted
decimal notation (XxXx.XXx.XXX.XXx, where each “x” is an integer
from O through 9).

NOTES: You can define the OSPF router ID only when OSPF routing isdisabled. To
verify that OSPF routing is disabled, issue the showcf g command (see Section 2.7.1 on

page 24).

Here is an example of this command.

2: Power Hub: ospf # set router-id 1.1.1.1

2.5.6 Additional Configuration Steps

Unless you plan to use the PowerHub system as an Interior router, you need to
perform some additional configuration steps:

« If you plan to use the PowerHub system as an Area Border router, you need to add
OSPF areas, then add OSPF interfaces to those areas. (See Section 2.5.6.1 and
Section 2.5.6.2.) You might also need to add areas and interfaces if you plan to use
the hub as an Autonomous System Border router.

* If the PowerHub system isin an areathat is disconnected from the backbone and from
another area, and the Area Border router for the other areais not a PowerHub system,
you might need to manually add a virtual link. (See Section 2.5.6.3.)

* If you plan to use the PowerHub system as an Autonomous System Border router, you
need to enable the hub to be this type of router. (See Section 2.5.6.4.)
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25.6.1 Addingan OSPF Area

The PowerHub OSPF software automatically creates an area (0.0.0.0) for the
network backbone. Unless you explicitly add the OSPF interfaces on the PowerHub
system to an area, the software configures the interfaces to belong to the backbone area
(0.0.0.0). After adding an area, you can add OSPF interfaces to the area using the
i nt erface command. (See Section 2.5.6.2.)

To add an area to the PowerHub system, issue the following command:
areal ar add|a <area-id> [ <auth-type>] [stub-area|sa <cost>]
See Section 3.3.5 on page 35 for information about the command syntax.

Here is an example of this command. In this example, an area with ID 3.3.3.3 is
added. The <aut h-t ype> argument is used to specify that a simple password is
required for this area.

3: Power Hub: ospf# area add 3.3.3.3 sp

25.6.2 Adding an OSPF Interfaceto an Area

When you enable OSPF routing (see Section 2.5.7 on page 21), the PowerHub
OSPF software automatically enables all OSPF interfaces and assigns them to the
backbone area (0.0.0.0). You can assign an interface to a different area, disable the
interface, or change the values of other interface parameters using the following
command:

interface|if <ip-addr> [ar <area-id> [auth <key-str>]

[cost|c <cost>] [priority|p <priority>]

[ xdel ay| x <trans-delay>] [rint|r <rxnt-int>]
[hint|h <hello-int>] [rdint|d <rtr-dead-int>]
[state|s <state>]

See Section 3.3.6 on page 37 for information about the command syntax.

Here is an example of this command. In this example, interface 192.9.222.1 is
added to area 3.3.3.3. The password “MKT” is used for authentication. (In the example
in Section 2.5.6.1 on page 19, area 3.3.3.3 was configured to use a simple password for
authentication.)

4: Power Hub: ospf# interface 192.9.222.1 ar 3.3.3.3 auth MKT
OSPF: Interface 192.9.222.1 defined
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25.6.3 Addinga Virtual Link

If your Autonomous System contains more than a single OSPF area, it is possible
for some areas to be unable to reach other areas. This situation can occur when two or
more areas do not have interfaces in the backbone area and do not share an Area Border
router.

The PowerHub OSPF software contains the automatic virtual-link feature. This
feature automatically creates links between areas that cannot reach each other. If the
Area Border routers in both areas are PowerHub systems, the feature can build the virtual
links.

However, the automatic virtual-link feature establishes virtual links only between
PowerHub systems. |f the Area Border router in an OSPF area is not a PowerHub
system, you need to manually create the virtual link between that area and an area that
uses a PowerHub system as the Area Border router.

To build avirtual link manually, issue the following command:
virtual -link|vl add|a <aid> <router-id> [auth <key-str>]
[ xdel ay| x <trans-del ay>]
[rint|r <rxnt-int>]
[hint|h <hello-int>]
[rdint|d <rtr-dead-int>]
See Section 3.3.8 on page 41 for information about the command syntax.

NOTE: You must perform this step before you enable OSPF routing.

25.6.4 Autonomous System Border Router

If you are using the PowerHub system to join two Autonomous Systems, you must
enable the hub to be an Autonomous System Border router. Enabling the hub as an
Autonomous System Border router alows the hub to exchange route information
between OSPF and RIP.

To enable the hub as an Autonomous System Border router, issue the following
command:

set asbd enl

NOTE: You must perform this step before you enable OSPF routing.
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2.5.7 Enabling OSPF Routing

After you complete the applicable configuration tasks in the previous procedures,
you are ready to enable OSPF routing. To enable OSPF routing, issue the following
command:

set OSPF-router enl

Here is an example of the system response when you enable OSPF routing.

5: Power Hub: ospf # set ospfr enl
OSPF: Routing Enabl ed

2.6 SAVING THE POWERHUB CONFIGURATION

After you finish configuring the PowerHub system for OSPF routing, you should
save the system configuration. You save the system configuration by saving the
PowerHub system’s configuration file. When you boot the hub, the hub reads the
configuration file and configures the hub according to the contents of thefile.

NOTE: If you plan to use more than one boot source, we recommend that you issue
the commands for saving the configuration onto each boot source. These procedures
are described in the sections below. You can avoid potential problems by always
ensuring that the configuration files on all boot sources match.

2.6.1 Floppy Drive
To save the system configuration onto the diskette in the floppy drive:

(1) Boot the software, if you have not already done so. Following the boot messages,
acommand prompt similar to the following is displayed:

1: Power Hub:

NOTE: The software must be successfully booted before you can save the
configuration. Y ou cannot save the configuration from the boot-PROM prompt.

(2) Typethefollowing command at the prompt, then press Enter:

nmgnt savecfg fd:cfg
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This command saves the configuration into a file named cf g on the floppy
diskette. You can specify any DOS-like file name (xxxxxxxx. xxx). If you
specify a name that does not match the name in the boot def file (cf g), you
must load the configuration manually each time you boot the software by using
themgnt readcf g command.

2.6.2 Flash Memory Module

To save the system configuration onto the Flash Memory Module:

D

Boot the software, if you have not already done so. Following the boot messages,
acommand prompt similar to the following is displayed:

1: Power Hub:

NOTE: The software must be successfully booted before you can save the
configuration. Y ou cannot save the configuration from the boot-PROM prompt.

(2)

2.6.3 TFTP Server

Type the following command at the prompt, then press Enter:

nmgnt savecfg fmcfg

This command saves the configuration into a file named cf g on the Flash
Memory Module. You can specify any DOS-like file name (XXXXXXXX. XXX).
If you specify a name that does not match the name in the boot def file (cf g),
you must load the configuration manually each time you boot the software by
using themgnt r eadcf g command.

To save the system configuration file onto a TFTP server, you can do either of the
following:

» Savethe configuration file to the floppy drive using the procedure in Section 2.6.1 on
page 21, then place the diskette into a disk drive attached to your TFTP server and
copy the file from the diskette to the server.

» Usethe PowerHub TFTP softwareto directly savethe configuration into afile onyour
TFTP server. This section describes how to do this.

NOTE: The segment that connects the PowerHub system to the TFTP server must
have an IP interface. The TFTP software usesthe IP interface.
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(1) Boot the software, if you have not already done so. Following the boot messages,
acommand prompt similar to the following should be displayed:

1: Power Hub:

NOTE: The software must be successfully booted before you can save the
configuration. Y ou cannot save the configuration from the boot-PROM prompt.

(2) Attach asegment cable from the PowerHub system to the TFTP server if acable
does not already connect them.

(3) Typethefollowing command at the prompt, then press Enter:

tftp svcfg [-h <host>] <renfile>
where:

-h <host > Specifies the IP address of the TFTP server. Unless
you have aready specified a default TFTP server using
thetftp set command, you need to include this
argument.  For information on the tftp set
command, see the PowerHub Software Manual, V 2.6.

<renfil e> Specifies the configuration file name. Specify a name
that is meaningful to the TFTP program on the server.
For example, if the server contains a subdirectory
called f or e and this directory is specified asthe TFTP
home directory, do not specify f or e as part of the file
name.

NOTES. Some TFTP servers require that the remote file name exist on the server
before you can write to that file name. If your server requires that the file name
already exist, create a short file (named the same as your configuration file) on the
server, then specify that file namefor <renfil e>.

Also, on some TFTP servers, including servers running Sun/OS 4.x, files that you
overwrite on the server are not properly truncated. When you overwrite an existing
file on the TFTP server, if the older version of the file is longer than the new file, the
older version is not truncated properly by the server. As aresult, the new version of
the file contains part of the older version of thefile.

If the configuration file name you specified in the boot definition file on the server
is longer than eight characters, you can copy the file to the server by using a DOS-like
name, then rename the file on the server to match the file name you specified in the boot
definition file.
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2.7 VERIFYING THE OSPF CONFIGURATION

After you complete the configuration tasks in this chapter, you can verify the OSPF
configuration using the following commands:

showcf g Displays basic information such as whether memory has
been allocated for OSPF and whether OSPF forwardingis
enabled.

show <ospf - par > Displays detailed information about specific OSPF
configuration items such as areas and interfaces.

2.7.1 \Verifying Basic Configuration Settings

To display the hub’s OSPF configuration, issue the following command:
showcf g| scf

This command indicates whether memory has been alocated for OSPF and
indicates the state (enabled or disabled) of OSPF features, as shown in the following

example.
2: Power Hub: ospf # showcf g
OSPF Rout er : Menory Avail abl e
OSPF Routi ng . Enabl ed
OSPF Router |ID 1111
OSPF Ver si on Nunber 2
OSPF Aut ononmpus System Border Router : Enabl ed
Autonmatic Virtual Link Feature . Enabl ed

Thefieldsin this display show the following information:

OSPF Rout er Indicates whether you have alocated a portion of the
PowerHub memory for OSPF. In this example, memory has
been alocated. If memory has not been allocated, you can
alocate the memory using the following command:
maei n get memospf . (See Section 2.5.2 on page 15.)

OSPF Routi ng Indicates whether OSPF routing isenabled. If OSPF routing is
disabled, enableit usingtheset OSPF-routi ng enl
command. (See Section 2.5.7 on page 21.)

OSPF Router ID Displays the OSPF router 1D you assigned to this PowerHub
system. If no router ID isdisplayed, assign the router 1D using
theset rout er-i d command. (See Section2.5.50n

page 18.)

OSPF Ver si on nunber Indicatesthat OSPF version 2 isimplemented on the PowerHub
system. This value does not change.

OSPF Aut onormous Syst em Bor der Rout er

Indicateswhether you have configured the PowerHub system as
an Autonomous System Border router. Thisfeatureisdisabled
by default, but you should enablethefeatureif you want the hub
to exchange routes between RIP and OSPF. To enable the
feature, issuetheset asbd enl command. (See

Section 3.3.3 on page 35.)
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Automatic Virtual Link Feature

Indicates whether the automatic virtual-link feature is enabl ed.
Thisfeatureisenabled by default. FORE Systemsrecommends
that you leave thisfeature enabled at all times. For information
about enabling the feature, see Section 3.3.3 on page 35.

2.7.2 Verifying Communication with Neighbors

To perform OSPF routing, the PowerHub system must exchange its link-state
database with the OSPF routers that are attached to the hub. The OSPF routers attached
to the hub are the hub’s OSPF neighbors.

To display the status of the hub’'s relationships with its neighbors, issue the
following command:

show nei ghbor

Here is an example of this command. In this example, the PowerHub system has
two neighbors.

3: hub2: ospf# show nei ghbor

| P Address Router 1D Pri State Events RTrQ
129.213.72.2 5.5.5.5 1 full 6 0
150. 1. 100. 3 3.3.3.3 1 full 6 0

The St at e field lists the state of the hub'’s relationship with this neighbor. In this
example, the hub and its neighbor have completely exchanged their link-state databases.
By exchanging their link-state databases, the hub and its neighbor each have obtained the
route information known by the other.

If the St at e field contains a value other than “f ul | ” (for example, at t enpt ), one
of the following conditions might be true:

» Thehub and its neighbor are still exchanging their link-state databases.
» The hub and its neighbor are using different authentication types for the same area.

» The interface connecting the hub and its neighbor are using different authentication
strings, even if the hub and its neighbor are using the same authentication type for the
area.

» The Hello protocol failed to establish adjacency between the hub and its neighbor.

Wait about 30 seconds for the hub and its neighbor to finish exchanging their
link-state databases, then issue the show nei ghbor command again. If the state still is
not “f ul I ,” use the methods in the following sections to diagnose the problem.

See Section 3.4.2.4 on page 54 for a description of all the possible neighbor states.
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2.7.2.1 Veifying Interface States

All OSPF interfaces are enabled by default. However, an OSPF interface can
become disabled in one of the following ways:

e Youdisableitusingthei nt er f ace <i p- addr >st at e di sabl e command.
* Youdisableitusingthebri dge port command.
» The PowerHub software’ s automatic segment-state detection feature disablesiit.

To verify the state of the OSPF interfaces, issue the following command:
showinterface

Here is an example of the information displayed by this command. The interface
stateislisted in the Admi n field.

4: Power Hub: ospf # show interface

| P Address Area I d DR BDR Adni n
192.9.222.1 3.3.3.3 0.0.0.0 0.0.0.0 Enabl ed
150. 1. 200. 1 0.0.0.0 0.0.0.0 0.0.0.0 Enabl ed
129.213.72.1 0.0.0.0 129.213.72.2 129.213.72.1 Enabl ed
150. 1. 100.1 1.1.1.1 150. 1. 100. 3 150. 1. 100. 1 Enabl ed

If an interface is disabled, check the link LED for the segment. If the LED is dark,
check the segment cable to ensure that the cable is undamaged and is connected at both
ends.

If the cable is attached and the link LED islit, the OSPF interface might be disabled.
Issue the following command to enable the OSPF interface:

interface <ip-addr> state enable

2.7.2.2 Verifying the Authentication Type and String

The authentication type is associated with the area. The authentication string is
associated with the interface.

To check the authentication type configured on the PowerHub system for an area,
issue the following command:

show area <aid>
where:
<ai d> Isthe ID of the area shared by the hub and its neighbor.
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Here is an example of the information displayed by the show ar ea command. The
authentication typeislisted in the Aut h Type field.

5: Power Hub: ospf# show area
Auth Inport AS Nunber of # Area # AS Nunber of Stub Area

Area Id Type Ext LSAs Spf Runs Bdr Bdr Area LSAs Cost
0.0.0.0 no Enabl ed 12 4 4 3 -
1.1.1.1 no Enabl ed 12 2 2 5 -
1.2.3.4 nd5 Enabl ed 12 0 0 o  -----
2.3.4.5 sp Enabl ed 12 0 0 o  -----
3.3.3.3 sp Enabl ed 12 1 1 6 -----
33.0.33.0 no Enabl ed 12 0 0 o  -----
33.33.33.33 no Enabl ed 12 0 0 o -----

The Aut h Type field can contain one of the following values:

no

sp

No authentication is required for this area.

A simple password isrequired for thisarea. Y ou specify the password

when you create the areausing the ar ea add command.

md5
about MD5.

MD5 authentication isrequired inthisarea. See RFC 1321 for information

If the neighbor also is a PowerHub system, issue this command on the neighbor too.
If the neighbor is not a PowerHub system, see the documentation for the neighbor for
information about displaying the authentication type used on the neighbor.

To verify the authentication string defined for an interface, issue the following

command:
show i nterface <ip-addr>
where:
<i p- addr > Is the OSPF interface address.

The authentication string for the interface is displayed in the Aut hori zat i on Key

St ri ng field (shown in bold type in this example).

6: hub2: ospf# show interface 192.9.222.1
168: ospf - hubl: ospf# show i nterface 192.9.222.1

| P Addr ess :192.9.222.1
Area I D 0 3.3.3.3
Interface Type Br oadcast
Admini strative Status . Enabl ed
Router Priority 1
Interface Metric ;10
Transit Del ay o1
Retransm ssi on | nterval . 5

Hell o I nterval : 10

Rout er Dead I nterval .40
Interface State ;. Down

Desi gnat ed Router : 0.0.0.0
Backup Desi gnhat ed Router : 0.0.0.0
Interface Events 0

Aut hori zation Key String MKT

Aut hori zati on Fail ures 00

400-1908-0001, Rev A, Issue 1
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2.7.2.3 Verifying that the Hub and Neighbor Are Exchanging Packets

If the commands described in the previous sections do not indicate an error, but the
PowerHub system till is not performing OSPF routing, display OSPF statistics to ook
for packet errors or memory alocation errors.

To display link-state database statistics, memory usage statistics, and other OSPF
statistics for the PowerHub system, issue the following command:

stats
Hereis an example of the information displayed by this command.

7: hub2: ospf# stats

Ext ernal Link-State Advertisenents 0
Checksum of the External LSA Database 00
New Li nk-State Advertisenents originated : 105
Li nk- State Advertisenents received : 121
OSPF Area Border Router . True
Total Authorization Failures 0

ospf: Total 100 KB. Used 33 KB. Free 66 %

If the value is not O (zero) for the Tot al Aut hori zati on Fail ures field
(shown in bold type in this example), you need to allocate a larger amount of DRAM to
OSPF. (See Section 2.5.2 on page 15.)
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2.7.3 Verifying the OSPF Routes

The IP route table lists the routes known to the PowerHub system. Y ou can display
the IP route table to verify the presence of routes to the other networks within the
autonomous system.

To display the IP route table, issue the following command:
ip route-table|rt
[-c|-d]|-r]-s] [-f] [-t] [<seg-list>] [<IP-addr>]
Here is an example of the information displayed by this command. See Section 5.11
in the PowerHub Software Manual, V 2.6 (Rev B) for information about the command

syntax.

8: Power Hub: i p# route-table

Desti nati on Subnet Mask Gat eway Met State RESrc  Age Por t
44.0.0.0 255.0.0.0 150. 1. 100. 3 30 Activ Ontra ---- 14
80.100.0.0 255.255.0.0 150. 1. 100. 3 20 Activ Qntra ---- 14
80.200.0.0 255.255.0.0 150. 1. 100. 3 30 Activ Ontra ---- 14
87.0.0.0 255.0.0.0 150. 1. 100. 3 30 Activ Onter ---- 14
111.222.111.0 255.255.255.0 --------------- O Down Direct ---- none
150. 1. 100.0 255.255.255.0 @ --------------- 0 Activ Direct ---- 14
150. 1. 200. 0 255.255.255.0 --------------- 0O Down Direct ---- none
152.16.0.0 255.255.0.0 150. 1. 100. 3 30 Activ Onter ---- 14
192.9.222.0 255.255.255.0 --------------- 0 Down Direct ---- none
213.100.45.0 255. 255. 255. 0 150. 1. 100. 3 20 Activ Ontra ---- 14
170.170.1.0 255. 255. 255. 0 150. 1. 100. 3 20 Activ Qnter ---- 14
180.180.0.0 255.255.0.0 150. 1. 100. 3 30 Activ Ontra ---- 14
129.213.0.0 255.255.0.0 @ --------------- 0 Activ Direct ---- 19
200. 200. 200.0 255. 255. 255. 0 150. 1. 100. 3 30 Activ Ontra ---- 14
Total routes: 14 (Direct: 5, Static: 0, RIP: 0, OSPF: 9)
Up routes: 11, Down routes 3

Examine the routes listed in the | P route table to ensure that all the routes you expect
the hub to know about are present in the table.

For each I P route, the route table shows the following information:
Destination The | P address of the destination host or net.

Subnet Mask The subnet mask used by the destination host or net.

Gat eway If the destination is not directly attached to the PowerHub
system, this field contains the | P address of the gateway
(router) through which packets for the destination are to be
routed.

Met For entries learned through RIP, this field shows how many
hops (routers) away the destinationis. For example, if apacket
must go through one more router to reach its destination, the
metricis 1.

State The state of the route. Possible states are Up or Down,
correspondingtoacti ve andi nacti ve.
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Rt Src Indicates the source of the routing information:

Direct

OExTpl

CExTp2

A nter

AOntra

Static

R P

Indicates that the destination is directly
attached to the PowerHub system. Such
entries are added automatically when you
issuethei p add- i nt er f ace command.

Indicates that the route was learned through
OSPF, from atype-1 External LSA
(link-state advertisement). An External LSA
indicates that the destination is in another
Autonomous System.

Indicates that the route was learned through
OSPF, from atype-2 External LSA.

Indicates an inter-arearoute learned through
OSPF. Thedestination isin an areathat the
PowerHub system is connected to, but the
PowerHub system is not in the area that
contains the destination. OSPF learns the
inter-area routes from summary LSAS.

Indicates an intra-area route learned through
OSPF. The destination isin an areathat
contains the PowerHub system.

Indicates that the route was manually added
using thei p add- r out e command (see
Section 5.11.2 in the PowerHub Software
Manual, V 2.6 (Rev B)).

Indicates that the route was learned through
RIP.

Age Used only by RIP. Indicates how many seconds have passed
since fresh information about this route was received.

Por t Lists the segment on which packets for this destination should
beforwarded. For directly attached nets, alist of segmentscan
appear, because the PowerHub software allows a single net to
be used on multiple segments.
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3 The OSPF Subsystem

This chapter describes the commands in the ospf subsystem. These commands let
you display PowerHub OSPF parameters and fine-tune many of those parameters. The
OSPF parameters are described briefly in this chapter. For more information about a
parameter, see RFC 1583. Where applicable, the descriptions in this chapter refer to
specific sectionsin RFC 1583.

NOTE: Some OSPF parameters can affect routing in the entire autonomous system.
Unless you are sure you need to change a specific parameter, FORE Systems recommends
that you use the system defaults. (See Section 2.5.1 on page 15.) If you have not yet
configured your hub for OSPF, use the procedures in Chapter 2 to do so before continuing
with this chapter.

3.1 ACCESSING THE OSPF SUBSYSTEM

To access the ospf subsystem, issue the following command at the runtime prompt:
ospf
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3.2 OSPF SUBSYSTEM COMMANDS

Table 3-1 lists and describes the ospf subsystem commands and their syntax. For
each command, the management capability is listed, as well as the section that contains
additional information about the command. (The management capability is explained in
the “Getting Started with the User Interface” chapter in the Ingtallation and
Configuration Manual for your PowerHub system.)

TABLE 3-1 ospf subsystem commands.

Command and Description Capability*  See...

area| ar add|a <area-id> [ <auth-type>] R 335
[ stub-area| sa <cost>]
Adds a new OSPF area.

areal| ar del|d <area-id>| all R 335
Deletes an OSPF area.

interface|if <ip-addr> [ar <area-id>] R 3.3.6
[auth <key-str>] [cost|c <cost>]
[priority|p <priority>] [xdel ay|x <trans-del ay>]
[rint|r <rxnt-int> [hint|h <hello-int>]
[rdint|d <rtr-dead-int>] [state|s <state>]
Configures an OSPF interface.

net-range| nr add|a <area-id> <net> <mask> R 3361
[ noadv| na]
Adds a network range to an area.

net -range| nr del |d <area-id> <net> <mask> R 3371
Deletes a network range from an area.

set|se router-id|ri <router-id> R 331
Sets the OSPF router ID of the PowerHub system.

set|se OSPF-router|ospfr enl]|dis R 334
Enables or disables OSPF routing.

set|se asbd|a enl|dis R 332

Enables or disables the PowerHub system as an Autonomous System
Border router.

set|se auto-vlink|av enl|dis R 333
Enables or disables the automatic virtual-link feature.

show| sh <ospf - parne RorM 34.2
Displays OSPF parameters.

*R = Root; M = Monitor.
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TABLE 3-1 ospf subsystem commands.

Command and Description Capability*  See...

showcf g| scf RorM 341
Displays the OSPF configuration in effect on the PowerHub system.

stats|s [clear]|c] RorM 35
Displays or clears OSPF statistics.

virtual -l1ink|vl add|a <aid> <router-id> R 3.38
[aut h <key-str>] [xdel ay|x <trans-del ay>]
[rint|r <rxnt-int> [hint]|h <hello-int>]
[rdint|d <rtr-dead-int>]

Adds avirtual link.

virtual -link|vl del|d <aid> <router-id> R 3381
Deletes avirtual link.

*R = Root; M = Monitor.

3.3 CONFIGURATION COMMANDS

400-1908-0001, Rev A, Issue 1

Y ou can use ospf commands to perform the following configuration tasks:
Specify the PowerHub system’s OSPF router ID (set r out er - i d command).

Enable or disable the hub as an Autonomous System Boundary router (set asbd
command).

Enable or disable the automatic virtual-link feature (set aut o- vl i nk command).
Enable or disable OSPF routing (set OSPF- r out er command).

Add an OSPF area (ar ea add command).

Delete an OSPF area (ar ea del command).

Add an OSPF interface to an area (i nt er f ace command).

Add anetwork rangeto an area (net - r ange add command).

Delete a network range from an area(net - r ange del command).

Manually add avirtual link (vi rt ual -1 i nk add command).

Deleteavirtual link (vi rtual -1 i nk del command).

The following sections describe the ospf configuration commands. Many of these

commands are mentioned in the configuration proceduresin Section 2.5 on page 14.
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3.3.1 Assigning the Hub’s OSPF Router ID

To specify the PowerHub system’s OSPF router 1D, issue the following command.
set|se router-id|ri <router-id>
where:

<router-id> Specifies the ID. Specify the router ID in dotted
decimal notation (XXX.XXX.XXX.XXX, where each “x” isan
integer from 0 —9).

NOTES: Y ou can define the OSPF router 1D only when OSPF routing is disabled. To
verify that OSPF routing is disabled, issue theshowcf g command (see Section 3.4.1 on

page 43).

FORE Systems recommends that you use the number of one of the | P addresses configured
on the PowerHub system as the OSPF router ID. By using one of the IP address on the
PowerHub system, you can ensure that OSPF IDs remain unique. Using the number of an
| P address as the OSPF router 1D does not affect the | P address.

3.3.2 Enabling the Hub as an Autonomous System Border Router

Y ou can enable the PowerHub system to function as an Autonomous System Border
router. A hub enabled to be an Autonomous System Border router automatically exports
OSPF routes to the networks outside of the OSPF Autonomous System and imports
routes from the networks outside the Autonomous System.

NOTE: The PowerHub software exports OSPF routes to RIP and imports RIP routes to
OSPF. To control the routes that are exchanged between the protocols, define OSPF
import and export filters using the following commands:

e rip ospf-inport-filter

e rip ospf-export-filter

See Section 4.3 on page 65 for information about these commands.

To enable or disable the PowerHub system as an Autonomous System Border
router, issue the following command:

set|se asbd|a enl|dis

where:

enl | dis Specifies whether you want to enable or disable the
PowerHub system to function as an Autonomous
System Border router. If you specify enl (enabled),
the PowerHub software can exchange route information
between RIP and OSPF. If you specify di s (disabled),
the software cannot exchange route information. The
defaultisdi s.
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3.3.3 Setting the Automatic Virtual-Link Feature

The automatic virtual-link feature builds virtual links between the areas that are not
connected to the backbone. By building the virtual links, the PowerHub software ensures
that compl ete route information reaches all the OSPF routers in the Autonomous System.

NOTE: The automatic virtual-link feature establishes virtual links only between
PowerHub systems. To create avirtual link between the PowerHub system and another
type of router, usethevi r t ual - 1 i nk add command on the PowerHub system. (See
Section 3.3.8 on page 41.) See the documentation for your other router for information on
establishing that router’s end of the virtual link.

The automatic virtual-link feature is enabled by default. To disable (or re-enable)
the feature, issue the following command:

set|se auto-vlink|av enl|dis
where:

enl | dis Specifies whether you want to enable or disable the
automatic virtual-link feature.

3.3.4 Enabling or Disabling OSPF Routing

To enable or disable OSPF routing, issue the following command:
set|se OSPF-router|ospfr enl|dis
where:

enl | dis Specifies whether you want to enable or disable OSPF
routing. The default isdi s (disabled).

3.3.5 Adding an OSPF Area

When you enable OSPF routing, the PowerHub software automatically creates an
OSPF areafor the network backbone. The areaID for the backbone is always 0.0.0.0.

Depending upon how you want to organize your network, you might need to add
additional OSPF areas. To add an OSPF area to the PowerHub system, issue the
following command:

areal ar add|a <area-id> [ <auth-type>] [stub-area|sa <cost>]

where:

add| a Specifies that you are adding an OSPF area to the
PowerHub system.

<area-id> Specifiesthe areaID. Specify the areaID in dotted decimal

notation (XXX.XXX.XXX.XXX, where each “x” is an integer from
0-9). Theare ID must be unique within the Autonomous
System.

NOTE: ThearealD 0.0.0.0 isreserved for the Autonomous System’s backbone and is
already present in the system.
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<aut h-t ype> Specifies the authentication type. Y ou can specify one of the
following:

none| no Specifies that the OSPF area you are
adding does not use authentication.

si npl e- password| sp

Specifies that a password is required for
OSPF packets sent within this area.

md5| m Specifies that MD5 authentication is
required for OSPF packets sent within this
area. See RFC 1321 for information about
MD5 authentication.

The PowerHub defaultisnone (no
authentication).

When you add an OSPF interface to this area
(using thei nt er f ace command), you
specify the actual simple password or MD5
authentication string.

NOTE: All OSPF routersin an areamust have the same authentication type and the same
authentication string. Also, all OSPF routers on a particular interface should use the same
authentication string.

400-1908-0001, Rev A, Issue 1

stub- area| sa <cost>

Specifies that the areais a stub area. Configuring an
area as a stub area reduces OSPF overhead in the
network by reducing the amount of OSPF route
information flooded to the OSPF routers in the stub
area.

The OSPF software does not flood external routing
information (information about other Autonomous
Systems) into the stub area. Internal routersin the stub
area reach Autonomous Systems by using the default
route to the stub area’s Area Border router.

The OSPF software configures the default route
automatically. Note that a stub area’s default route is
unrelated to the default routes you can define in the ip
subsystem. OSPF uses the default routes it definesin
preference to manually configured default routes.

The cost is the metric for the default route out of the
stub area. The stub area’s Area Border router
advertises the cost as part of the default route. You can
specify avalue from 1 through 65535. The default
isl.
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To delete an OSPF area, issue the following command:
areal ar del|d <area-id>| all

where:
del | d

<area-id>| all

Specifies that you are deleting an OSPF area from the
PowerHub system.

Specifies the areayou want to delete. To delete all the OSPF
areas defined on this PowerHub system, specify al | .

page 35.)

NOTES: You must disable OSPF routing before deleting an area. (See Section 3.3.4 on

Y ou cannot delete the backbone area (0.0.0.0).

3.3.6 Adding an OSPF Interface to an Area

An OSPF interface is automatically added to the PowerHub system when you add
an IP interface. The OSPF interface has the same address as the IP interface. When you
enable OSPF routing, the interface is automatically added to the backbone area (0.0.0.0).

In most Autonomous Systems, the PowerHub defaults for the OSPF interface
parameters are appropriate for the Autonomous System. However, if you need to change
a specific interface parameter, use the following command to do so.

NOTE: You cannot specify the TOS (Type-of-service). The PowerHub software uses
TOS 0 (zero, the IP TOS).

interface|it

where:
<i p- addr >

400-1908-0001, Rev A, Issue 1

<ip-addr> [ar <area-id> [auth <key-str>]
[cost|c <cost>] [priority|p <priority>]

[ xdel ay| x <trans-delay>] [rint|r <rxnt-int>]
[hint|h <hello-int>] [rdint|d <rtr-dead-int>]
[state|s <state>]

Specifies the | P address of the interface. Specify the
interface in dotted decimal notation (XXX.XXX.XXX.XXX,
where each “X” isan integer from 0 —9).

The IP address must already be present in the hub’s IP
interface table before you can use it to create an OSPF
interface. To display alist of all the IP interfaces
configured on the PowerHub system, issue the

i proute-tabl e command. (See Section 2.7.3 on
page 29.)

To add an IP interface to the PowerHub system, use the
i padd-interface command. (See Section 2.5.3 on
page 16.)
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ar <area-id>

aut h <key-str>

cost|c <cost>

CH. 3

Specifies the OSPF area in which you are placing the
OSPF interface. An OSPF interface can belong to only
one area. The area must already be configured (using
the add ar ea command; see Section 3.3.5 on

page 35).

Specifies the authentication string. For a simple
password, you can specify any combination of up to
eight numbers, letters, and special characters. For
MD5 authentication, you can specify any combination
of up to 16 numbers, letters, and special characters.
The authentication string is case-sensitive.

If the area to which you are adding this interface does
not require an authentication string, use empty
guotation marks (" ").

Specifies the cost of using this interface. The
PowerHub software advertises the cost in Router Links
Advertisements. Y ou can specify a cost from 1
through 32. This parameter does not have a default
value. The cost depends upon the wire speed of the
segment on which you are adding this interface. Unless
you are certain that you need to change the cost, FORE
Systems recommends that you omit this argument and
use the value determined by the PowerHub software.

priority|p <priority>

Specifies thisinterface’s priority during the election
process for the DR (Designated Router). The interface
with the highest priority number is elected as the DR.
The interface with the second-highest priority number
is elected as the BDR (Backup Designated Router).

Y ou can specify a priority from 0 through 255.
Priority increases from 1 (lowest) to 255 (highest). A
priority of O (zero) makes this interface ineligible for
becoming the DR. The default is 1.

If all OSPF interfaces within an Autonomous System have the
same priority, the DR and BDR are elected based on the
interface addresses. The interface with the highest OSPF
addressis elected asthe DR. The interface with the
second-highest OSPF address is elected as the BDR.

NOTE: Generally, an OSPF router has only one interface per area. If the PowerHub
system has multiple interfaces to the same area, the interface priority still applies.

xdel ay| x <trans-del ay>
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Specifies the interface transmission delay, which is the
estimated number of seconds it takes to transmit a Link
State Update packet over thisinterface. The PowerHub
software adds the transmission delay you specify to the
ages of the LSAs contained in the Link State Update
packets sent on this interface.
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Y ou specify adelay from 1 through 3600. Thedefaultis 1.

See Section 9 in RFC 1583 for information about choosing the
transmission delay.

Specifies the retransmission interval. The
retransmission interval is the number of seconds
between transmissions of LSAs to the OSPF routers
adjacent to this interface. The retransmission interval
also is used when transmitting Database Description
and Link State Request packets.

Y ou can specify an interval from 1 through 3600. The
defaultis5.

Specifies the hellointerval. The hello interval is the
number of seconds between transmission of Hello
packets on this interface. You can specify an interval
from1 through 65536. The defaultis10.

NOTE: The hello interval (hi nt ) and the router-dead interval (r di nt ) must match on
neighbors. That is, the PowerHub values for these parameters must match the values on
the hub'’s neighbor for these parameters. If the hub’s OSPF neighbor aso is a PowerHub
system, you can ensure that the values match by accepting the defaults for these
parameters. |If the neighbor is not a PowerHub system, you might need to change the value
on the neighbor or on the hub so that the values on both routers match.

rdint|d <rtr-dead-int>

state|s <state>

Specifies the router-dead interval. The router-dead
interval is the number of seconds the hub’s OSPF
neighbors should wait before declaring that the hub (as
an OSPF router) is down.

Y ou can specify arouter-dead interval from 1 through
65536. Specify aninterval that is an even multiple of the
Hellointerval. Thedefaultis40.

Specifies the state of the OSPF interface. You can
specify enabl e or di sabl e. Thedefaultisenabl e.

OSPF routing.

NOTE: The OSPF interfaces are automatically enabled by the software when you enable

3.3.6.1 Removing an Interface from an Area

To remove an interface from an OSPF area, disable the interface using the following
form of thei nt er f ace command:

interface|if <ip-addr> state|s disable

This command does not remove the interface from the PowerHub system. The
interface still appears in the IP interface table. (To display the IP interface table, issue
thei pinterface-tabl e command.)
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PowerHub OSPF Addendum



40 THE OSPF SUBSYSTEM CH. 3

3.3.7 Adding a Network Range to an Area

You do not need to add network ranges to OSPF areas. The PowerHub software
automatically advertises all the networks on all the OSPF interfaces on the hub to other
OSPF routers.

You can add network ranges to reduce OSPF overhead or to hide certain networks
from other OSPF routers.

When you add a network range to an area, link-state information for the networks
within the range is summarized in the LSAs sent by the hub to its OSPF neighbors.
Therefore, if you have many networks within an area, adding the networks as a network
range can help reduce OSPF overhead.

In addition, you can use the noadv argument with the net - r ange command to
prevent the hub from advertising routes to the networks within a network range. When
the hub sends LSAs to its neighbors, LSAs for the networks in the hidden network range
are not sent to the hub’s neighbors. Therefore, other routers in the Autonomous System
do not learn about the hidden networks.

NOTE: None of the networks within the network range you add to an area can be in other
aress.

To add a network range to an OSPF area, issue the following command:
net-range| nr add|a <area-id> <net> <mask> [ noadv| na]
where:

<area-id> Specifies the OSPF area. The area must already be
added to the system. To add an area, use the
add ar ea command. (See Section 3.3.5 on page 35.)

<net > Specifies an IP network. Specify the network address
in dotted decimal notation (XXX.XXX.XXX.XXX, where each
“X" isaninteger from0—9). The address you specify is
ANDed with the subnet mask you specify for the
<mask> argument.

<mask> Specifies the IP mask associated with the I P network
address you specified for the <net > argument. The
mask indicates the portion of the IP network address
that isto be regarded as the network portion of the
address. Specify the mask in dotted decimal notation
(ex: 255.255.255.0).

noadv| na Prohibits the OSPF software from advertising this
network range in the LSAs transmitted by the hub to its
OSPF neighbors. If you use this argument, other OSPF
routers do not learn about the presence of the network
range.
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Here is an example of this command. In this example, the network range specified
by 1P address 200.200.200.200 and subnet mask 255.255.255.0 is added to area 1.1.1.1.
When area 1.1.1.1 sends LSAs to other areas, the LSAs will contain summary
information for the networks within the network range, instead of detailed link-state
information for each network within the network range.

9: Power Hub: ospf# net-range add 1.1.1.1 200.200.200.0 255. 255.255.0
OSPF: Net "200.200.200.0" with Mask "255.255.255.0" added to area
"1.1.1.1"

If the noadv argument had been specified with the command, the area would not
report the networks within the specified network range.

3.3.7.1 Deleting a Network Range from an Area

To delete anetwork range, issue the following command:
net -range| nr del | d <area-id> <net> <mask>

where:

<area-id> Specifies the OSPF area.

<net > Specifies the IP network address.

<mask> Specifies the subnet mask associated with the IP

address.

Here is an example of this command.

10: Power Hub: ospf# net-range del 1.1.1.1 200.200.200.0 255.255.255.0
OSPF: Net "200.200.200.0" with Mask "255.255.255.0" deleted from area
"1.1.1.1"

After you delete a network range, the PowerHub system sends detailed link-state
information for each network, instead of summarizing the link-state information for the
entire range.

3.3.8 Adding a Virtual Link

Depending upon how you configure your OSPF network, it is possible for some
areas to be completely disconnected from one another. Areas become disconnected from
one another when they are not attached to the backbone and do not share a Border router.

The PowerHub software can automatically link disconnected areas using the
automatic virtual-link feature. This feature links together PowerHub systems configured
as OSPF routers when those systems are separated from one another. (See Section 3.3.3
on page 35.)

If some of the OSPF routers in your Autonomous System are not PowerHub
systems, you can link areas that are separated by defining a virtua link between the
areas. The virtual link makes the disconnected areas virtual neighbors. LSAs from an
area reach that ared's virtual neighbor by travelling through a transit area. The transit
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area is an area between the two virtual neighbors that passes traffic between the
neighbors.

NOTE: You must add the transit areato your OSPF network before configuring the virtual
link.

To add avirtual link, use the following command:
virtual -link|vl add|a <aid> <router-id> [auth <key-str>]
[ xdel ay| x <trans-del ay>]
[rint|r <rxnt-int>]
[hint|h <hello-int>]
[rdint|d <rtr-dead-int>]
The values and defaults for these arguments are the same as the arguments and
defaultsfor thei nt er f ace command. (See Section 3.3.6 on page 37.)

3.3.8.1 Deleting a Virtual Link

To delete avirtua link, issue the following command:

virtual -link|vl del|d <aid> <router-id>
where:
<ai d> Specifies the area ID of the transit area. Specify the

area I D in dotted decimal notation (XXX.XXX.XXX.XXX, where
each “x” isaninteger from 0—9).

<router-id> Specifies the OSPF Router 1D of the virtual neighbor.
Specify the router ID in dotted decimal notation
(XXX XXX.XXX. XXX, Where each “X” is an integer from 0 —9).

NOTE: Youcanusethevi rtual -1 i nk del command to delete avirtual link
created by the software automatically using the automatic virtual-link feature. However, if
the automatic virtual-link feature is enabled, the software adds the link again. To prevent
the software from adding a virtual link again, disable the automatic virtual-link feature by
issuingtheset aut o- vl i nk di s command. (See Section 3.3.3 on page 35.)

400-1908-0001, Rev A, Issue 1 PowerHub OSPF Addendum



SEC. 34 CONFIGURATION-INFORMATION COMMANDS 43

3.4 CONFIGURATION-INFORMATION COMMANDS

After you configure your PowerHub system for OSPF routing, you can verify the
configuration using the following commands:

showcf g Displays basic information such as whether memory has
been allocated for OSPF and whether OSPF forwarding
is enabled.

show <ospf - par n» Displays detailed information about specific OSPF
parameters such as areas and interfaces.

3.4.1 Displaying Basic Configuration Settings

To display the hub’s OSPF configuration, issue the following command:
showcf g| scf

This command indicates whether memory has been allocated for OSPF and
indicates the state (enabled or disabled) of OSPF features, as shown in the following

example.
11: Power Hub: ospf # showcfg
OSPF Rout er : Menory Avail able
OSPF Routi ng : Enabl ed
OSPF Router |ID 1111
OSPF Ver si on Nunber 2
OSPF Aut onomous System Border Router : Enabl ed
Automatic Virtual Link Feature : Enabl ed

Thefieldsin this display show the following information:

OSPF Rout er Indicates whether you have alocated a portion of the
PowerHub memory for OSPF. |n this example,
memory has been alocated. If memory has not been
allocated, you can allocate the memory using the
following command: mai n get memospf. (See
Section 2.5.2 on page 15.)

OSPF Routi ng Indicates whether OSPF routing is enabled. 1f OSPF
routing is disabled, you can enable it using the
set OSPF-routing enl command. (See
Section 3.3.4 on page 35.)

OSPF Router 1D Displays the OSPF router I1D you assigned to this
PowerHub system. If no router ID is displayed, you
can assign therouter ID using theset router-id
command. (See Section 3.3.1 on page 34.)

OSPF Ver si on Nunber Indicatesthat OSPF version 2 isimplemented on the
PowerHub system. This value does not change.
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OSPF Aut ononous Syst em Bor der Rout er

Indicates whether you have configured the PowerHub
system as an Autonomous System Border router.
Thisfeatureis disabled by default. To enable the
feature, issuetheset asbd enl command. (See
Section 3.3.2 on page 34.)

Automatic Virtual Link Feature

Indicates whether the automatic virtual-link featureis
enabled. Thisfeatureisenabled by default. To
disable the feature, issuetheset auto-1ink di s
command. (See Section 3.3.3 on page 35.)

3.4.2 Displaying Specific Configuration Parameters

To display specific OSPF configuration parameters, issue the following command:
show| sh <ospf - parne

where:

<ospf - par ne Specifies one of the following:

areal ar [ <ai d>]

Displays information about the OSPF areas to which
this PowerHub system belongs. If you specify an area
ID (<ai d>), information for only that areais displayed.

interface|if [ <ip-addr>]

Displays information for the OSPF interfaces
configured on this PowerHub system. If you specify an
interface address (<i p- addr >), information for only
that interface is displayed.

I sdb| | [ <lIsdbid> <rid> <type> <ai d>]

Displays the contents of LSAs (Link State
Advertisements). Y ou can use the following arguments
to display detailed information about an advertisement:

<l sdbi d> A Link State Database ldentifier in
dotted-decimal notation
(XXX XXX XXX XXX, Where each “X” isan
integer from 0—9).

<rid> An originating Autonomous System
Router 1D in dotted-decimal notation
(XXX XXX XXX XXX, Where each “X” isan
integer from 0—9).
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<t ype> An LSA type. You can specify one of

the following:

r Router LSA

n Network LSA

S Summary LSA

a Autonomous System Summary LSA
e External LSA

<ai d> Area |ID, in dotted-decimal notation

(XXX XXX XXX XXX, Where each “X” isan
integer from 0—9).

nei ghbor | nb

Displays information about this PowerHub system’s

OSPF neighbors. Only directly-attached neighbors are

listed. Virtual neighbors are not listed. A virtual

neighbor is an OSPF router that is reached using a

virtual link.
net - range| nr [ <ai d>]

Displays the network ranges defined for an area.
virtual -link|vl [<aid> <router-id>]

Displays information about Virtual Links. You can use
the optional arguments to display detailed information
about the virtual link for a specific neighbor.

The following sections show examples of the information you can display using the
show command.

34.21 Arealnformation

Use the show ar ea [ <ai d>] command to display information about the OSPF
areas configured on the PowerHub system.

Here are some examples of the information displayed by this command. In the
following example, information is displayed for all the OSPF areas configured on the

PowerHub system.
12: Power Hub: ospf # show area
Aut h I nport AS Nunmber of # Area # AS Nunmber of Stub Area

Area Id Type Ext LSAs Spf Runs Bdr Bdr Area LSAs Cost
0.0.0.0 no Enabl ed 12 4 4 3 -
1.1.1.1 no Enabled 12 2 2 5 -----
1.2.3.4 nd5 Enabl ed 12 0 0 o -----
2.3.4.5 sp Enabl ed 12 0 0 o  -----
3.3.3.3 no Enabl ed 12 1 1 6 -----
33.0.33.0 no Enabl ed 12 0 0 o -----
33.33.33.33 no Enabl ed 12 0 0 o -----
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In the following example, information is displayed for a specific OSPF area.

13: Power Hub: ospf# show area 1.2.3.4
Auth I nport AS Nunmber of # Area # AS Nunber of Stub Area
Area Id Type Ext LSAs Spf Runs Bdr Bdr Area LSAs Cost

Thefieldsin this display show the following information:

Area ID Displays the OSPF area ID you assigned using the
ar ea add command. ThearealD isa 32-bit
integer expressed in dotted decimal notation. The
area|D 0.0.0.0 isthe backbone area ID and is added
automatically by the PowerHub software.

Aut h Type Displays the authentication type you assigned for
thisareausing thear ea add command. The
authentication type can have one of the following
values:

no No authentication isrequired for this area.
sp A simplepassword isrequired for this area.

nmd5 MDS5 authentication isrequired in this area.
See RFC 1321 for information about MD5.

| mport AS Ext LSAs Specifies whether this areais configured to import
external LSAs from other Autonomous Systems.
The value can be Enabl ed or Di sabl ed. To
change the state of this parameter, use the set
asbd enl | di s command. (See Section 3.3.20n

page 34.)

Nunber of SPF Runs Indicates the number of times the PowerHub
software has calculated this area’ sintra-arearoute
table. This number isreset to zero if you disable
OSPF routing, reboot the software, or power down
the PowerHub system.

# Area Bdr Indicates the number of Area Border routers that can
be reached from this area.

# AS Bdr Indicates the number of Autonomous System Border
routers that can be reached from this area.

Number of Area LSAs Indicatesthe number of LSAsinthisarea’ s LSA
database. This number does not include externa
LSAs.

Stub Area Cost If thisareais a stub area, the metric for the stub area
isindicated in thisfield. If thisareaisnot astub
areg, thisfield contains dashes (- - - - - ). You
assigh astub area’ s metric when you add the area
using thear ea add command.
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3.4.2.2 Interfacelnformation

Usetheshowi nterface [ <i p-addr>] command to display information about
an OSPF interface. If you omit the optiona <ip-addr> argument, summary
information is displayed for all OSPF interfaces configured on this PowerHub system. If
you use the <i p- addr > argument, detailed information about the OSPF address you
specify is displayed.

Here are some examples of the information displayed by this command. In the first
example, summary information for all OSPF interfaces on the hub is displayed.

14: Power Hub: ospf # show interface
| P Address Area |Id DR BDR Admi n
102.9.222.1  0.0.0.0 0.0.0.0 0.0.0.0  Enabled
150. 1. 200. 1 0.0.0.0 0.0.0.0 0.0.0.0 Enabl ed
129.213.72.1  0.0.0.0 129.213.72.2  129.213.72.1  Enabl ed
150. 1. 100. 1 1.1.1.1 150. 1. 100. 3 150. 1. 100. 1 Enabl ed
111.222.111.1 3.3.3.3 0.0.0.0 0.0.0.0 Enabl ed
Thefieldsin this display show the following information:
| P Address The IP address of the OSPF interface.
Area ID The OSPF area to which the interface belongs. The area
ID 0.0.0.0 indicates the backbone.
DR The OSPF router 1D of the DR (Designated Router).
BDR The OSPF router ID of the BDR (Backup Designated
Router). The BDR iselected when OSPF is enabled.
Adm n Indicates whether the interface is enabled or disabled.

The PowerHub software automatically adds an OSPF
interface when you add an I P interface (using the

i padd-interface command). Toenableor disable
an OSPF interface, usethe st at e argument with the

i nt er face command. (See Section 3.3.6 on page 37.)
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In the following example, detailed information is displayed for a specific OSPF

interface.

15: hub2: ospf# show i nterface 192.9.222. 1

| P Address

Area | D

Interface Type

Admi ni strative Status
Router Priority
Interface Metric

Transit Del ay

Ret ransmi ssion | nterval
Hel I o I nterval

Rout er Dead | nterval
Interface State

Desi gnat ed Router

Backup Desi gnated Router
Interface Events

Aut hori zation Key String
Aut hori zation Failures

:192.9.222.1
: 0.0.0.0

. Broadcast
: Enabl ed
1

;10

1

5

;10

: 40

. Down

: 0.0.0.0

: 0.0.0.0

. MKT

Thefieldsin this display show the following information:
The | P address of the OSPF interface.

The OSPF area to which the interface belongs. (The
area |D 0.0.0.0 indicates the backbone.)

| P Addr ess
Area |ID

Interface Type

Thetype of OSPF interface. The interface can be one of

the following types:

Br oadcast

Virtual Link

Adm ni strative Status

400-1908-0001, Rev A, Issue 1

The network to which the interface
is attached is a broadcast network.
That is, the network supports more
than two attached routers and those
routers have the ability to address a
single physical message (broadcast)
to al of the attached routers.

The network spans multiple
non-backbone areas.

The state of the OSPF interface. The state can be one of

the following:

Enabl ed

The interface can participate in OSPF

routing.

Di sabl ed Theinterface cannot participate in OSPF
routing.
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Router Priority

Interface Metric

Transit Del ay
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The PowerHub software automatically
adds an OSPF interface when you add an
IP interface (using the

i padd-interface command). To
enable or disable an OSPF interface, use
the state argument with thei nt er f ace
command. (See Section 3.3.6 on

page 37.)

The priority used by the PowerHub software when
electing the DR and the BDR. A priority of O (zero)
makes this interface ineligible for becoming the
DR or the BDR.

Y ou can change the priority using the <pri ority>
argument of thei nt er f ace command. (See
Section 3.3.6 on page 37.)

The cost of using thisinterface. Y ou can change the
cost using the <cost > argument with thei nt er f ace
command. (See Section 3.3.6 on page 37.)

The interface transmission delay for thisinterface. You
can change the transmission delay using the

<t rans- del ay>argument withthei nt er f ace
command. (See Section 3.3.6 on page 37.)

Ret ransm ssi on | nterval

Hel | o | nterval

Theretransmission interval for thisinterface. You can
change this parameter using the <r xnt - i nt > argument
withthei nt er f ace command. (See Section 3.3.6 on

page 37.)

The Hello interval for thisinterface. You can change
this parameter using the <hel I o- i nt > argument with
thei nt er f ace command. (See Section 3.3.6 on

page 37.)

Rout er Dead | nterval

The router-dead interval for thisinterface. You can
change this parameter using the <r t r - dead- i nt >
argument with thei nt er f ace command. (See
Section 3.3.6 on page 37.)
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Interface State

Desi ghat ed Rout er
Backup Desi gnat ed

I nterface Events

Aut hori zati on Key

CH. 3

The forwarding state of the PowerHub interface on
which this OSPF interface is configured. The state can
be one of the following:

Down  The segment cableis faulty or has been
unplugged, or the segment has been disabled
by thebri dge port command or by the
automatic segment-state detection feature.

Up Thelink is good and the segment is enabled.
The OSPF router ID of the DR.
Rout er

The OSPF router 1D of the BDR.

The number of events that have caused a change in this
interface’ s state. See Section 9.2 in RFC 1583.

String

The authorization string (password) for the interface.
The authorization string is specified by the <key- st r >
argument of thei nt er f ace command. If thisfieldis
blank, then no authorization string is required for this
interface. (See Section 3.3.5 on page 35.)

Aut hori zation Fail ures

3.4.2.3 Link-State Database | nformation

400-1908-0001, Rev A, Issue 1

The number of packets that could not be forwarded
because they failed authorization verification. A packet
can fail authorization verification when the packet’s
authorization string does not match the authorization
string you specified for an area. (See Section 3.3.50n

page 35.)

Use the following command to display information about a link-state database:

show | sdb| | [ <l/sdbid> <rid> <type> <ai d>]
where:
<l sdbi d> Specifiesthe ID of aspecific LSA (link-state

<rid>

advertisement).

Specifies the OSPF router 1D of the router from which
the link-state database was received.
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Specifies the LSA type, which can be one of the
following types:

r

n

S

a

e

Router LSA

Network LSA

Summary LSA

Autonomous System Summary LSA
External LSA

Specifiesthe ID of the areato which the LSA applies.

If you omit the optional arguments, summary information is displayed for al the

L SAs present in the PowerHub system’s LSA database. To display detailed information
about a specific LSA, use the optional arguments.

Here are some examples of the information displayed by this command. In the first

example, summary information for al LSAsin the hub’s LSA database is displayed.

PRPRERPRPRPRPRPRPPPRPPOOOOO00OO0O00C00O0OO0O

PRRERPRPPRPRPRPRPPPEPPOOOOOOO0O0OC0O0O0OO
PRPRERPRPRPRPRPRPPPRPPOOOOO00OO0O00C00O0OO0O

1
<exanpl e truncated here for brevity>

Area |d

PRRPRPRPRPRRPRRPRPPRPRPRRPRPOOOOOO0OO0OOOOOOO

1

16: Power Hub: ospf # show | sdb
Lsdb Type

rout er Li nk
rout erLi nk
rout er Li nk
rout er Li nk

net wor kLi
net wor kLi
summaryL
sunmaryL
summaryL
summaryL
sunmaryL

asSummar yLi nk
asSummar yLi nk

nk
nk
nk
nk
nk
nk
nk

rout erLi nk
rout er Li nk

net wor kLi
sunmaryL
summaryL
summaryL
sunmaryL
summaryL
summaryL
sunmaryL
summaryL
summaryL
sunmaryL

nk
nk
nk
nk
nk
nk
nk
nk
nk
nk
nk

asSummaryLink 2.2
asSummaryLink 5.5

Link State ID Router ID Sequence
1.1.1.1 1.1.1.1 -2147483552
2.2.2.2 2.2.2.2 -2147483303
3.3.3.3 3.3.3.3 -2147483615
5.5.5.5 5.5.5.5 -2147483576
80.100.1.3 3.3.3.3 -2147483635
129.213.72.2 5.5.5.5 - 2147483635
87.0.0.0 2.2.2.2 -2147483348
150. 1. 100.0 1.1.1.1 -2147483578
150. 1. 100.0 3.3.3.3 - 2147483632
152.16.0.0 3.3.3.3 -2147483631
170.170.1.0 3.3.3.3 -2147483630
1.1.1.1 3.3.3.3 - 2147483635
3.3.3.3 1.1.1.1 -2147483634
1.1.1.1 1.1.1.1 -2147483638
3.3.3.3 3.3.3.3 - 2147483635
150. 1. 100. 3 3.3.3.3 -2147483646
44.0.0.0 3.3.3.3 -2147483640
80.100.0.0 3.3.3.3 - 2147483640
80.200.0.0 3.3.3.3 -2147483640
87.0.0.0 3.3.3.3 -2147483640
129.213.0.0 1.1.1.1 - 2147483642
152.16.0.0 3.3.3.3 -2147483640
170.170.1.0 3.3.3.3 -2147483640
180.180.0.0 3.3.3.3 - 2147483640
200.200.200.0 3.3.3.3 -2147483640
213.100.45.0 3.3.3.3 -2147483640
.2.2 3.3.3.3 - 2147483640
.5.5 1.1.1.1 -2147483645
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Thefieldsin this display show the following information:

Area |ID
Lsdb Type
Link State I D

Router I D

Sequence

The OSPF area from which the L SA was received.
Thetype of LSA.

The ID of the LSA, in dotted-decimal notation. The
LSA ID isdetermined by the type of the LSA:

LSA Type LSAID

An Internal router’sLSA Theoriginating router’ s OSPF

(rout er Li nk). router 1D.

A network LSA The IP interface address of

(net wor kLi nk). the network’ sDR (Designated
Router).

A summary LSA The destination network’s I|P

(surmmar yLi nk). address.

An Autonomous System The OSPF router 1D of the

Border router’sLSA Autonomous System

(asSunmar yLi nk). Boundary router described by
the LSA.

An Autonomous System The destination network’s IP

Border router’ sexternal LSA  address.
(asExt er nal Li nk).

The OSPF router from which the LSA was received.

The sequence number of the LSA. The sequence
number is a 32-hit signed integer. A higher sequence
number indicates a more recent LSA. You can use the
L SA sequence numbersto detect old or duplicate LSAS.

In the following example, detailed information is displayed about a specific LSA.

Det ai l ed View

Area ID

Li nk State Database Type
Link State ID
Originating Router ID
Sequence Nunber
Advertisenment Age
Advertisenent Checksum

17: Power Hub: ospf# show Isdb 1.1.1.1 1.1.1.1r 0.0.0.0

: 0.0.0.0

: routerlLink

c1.1.1.1

c1.1.1.1

: -2147483552

: 1503

. ccac

The OSPF Link State Database Advertisenment: (26 per |ine)

00 00 02 01 01 01 01 01 01 01 01 01 80 00O 00 60 cc ac 00 30 03 00 00 02 81 d5
48 02 81 d5 48 01 02 00 00 Oa 03 03 03 03 96 01 64 01 04 00 00 Oa
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Thefieldsin this display show the following information:
Area I D The OSPF area from which the L SA was received.

Li nk State Dat abase Type

Thetype of LSA. The LSA can be one of the following
types:

rout er Li nk Internal router LSA.
net wor kLi nk Network LSA.
summar yLi nk Summary LSA.

asSummar yLi nk  Autonomous System Border

router LSA.
asExt er nal Li nk Externa LSA.
Link State ID TheID of the LSA. The LSA ID depends upon the type

of the LSA:
LSA Type LSAID
Aninternal router's LSA Theoriginating router’ s OSPF
(rout er Li nk). router ID.
A network LSA The IP interface address of
(net wor kLi nk). the network’ sDR (Designated

Router).
A summary LSA The destination network’s I|P
(surmmar yLi nk). address.
An Autonomous System The OSPF router 1D of the
Border router’sLSA Autonomous System Border
(asSunmar yLi nk). router described by the LSA.
An Autonomous System The destination network’s 1P

Border router’ sexternal LSA address.
(asExt er nal Li nk).

Originating Router 1D
The OSPF router from which the LSA was received.

Sequence Number The sequence number of the LSA. The sequence
number is a 32-bit signed integer. A higher sequence
number indicates a more recent LSA. You can usethe
L SA sequence numbersto detect old or duplicate LSAS.

Adverti senent Age Theage, inseconds, of the LSA.
Adverti senent Checksum

The checksum for the LSA.
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The OSPF Link State Dat abase Adverti senent
The contents of the LSA, in hexadecimal digits.

3.4.2.4 Neighbor Information

Use the show nei ghbor command to display information about the PowerHub
system’s OSPF neighbors. Here is an example of the information displayed by this
command.

18: Power Hub: ospf # show nei ghbor

| P Addr ess Router 1D Pri State Events RTrQ
129.213.72.2 5.5.5.5 1 full 6 0
150. 1. 100. 3 3.3.3.3 1 full 6 0

Thefieldsin this display show the following information:

| P Address The IP address of the neighbor’ sinterface to the
PowerHub system.

Router 1D The ID of the OSPF router that contains the neighbor.

Pri The priority of the OSPF router that contains the

neighboring interface. The priority is used when the
PowerHub software elects a Designated router and a
Backup Designated router. If the priority is 0 (zero), the
OSPF router isineligible to become the Designated
router or Backup Designated router.

State The state of the relationship with the neighboring
interface’ srouter. The state can be one of the following:

down The hub has not received recent
information from the neighbor.

att enpt The hub has not received recent
information from the neighbor, but the
software is attempting to contact the
neighbor by sending Hello packets. Y ou
can change the Hello interval using the
hi nt argument of thei nt er f ace
command. (See Section 3.3.6 on

page 37.)

init The hub recently received a Hello packet
from the neighbor.

two Way Communication between the hub and the
neighbor now is bi-directional.

ex start Thehub anditsneighbor are beginning to
exchange their link-state databases.
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exchange Thehubissending itslink-state database
to the neighbor.

| oadi ng The hub is sending Link State Request
packets to the neighbor, requesting the
L SAsthat are more recent than the
information contained in the link-state
database the hub sent to that neighbor.
The hub updates its link-state database
with the new LSAs received from the
neighbor.

full The hub and the neighbor have finished
exchanging their link-state databases.

For more information about these states,
see Section 10.1 in RFC 1583.

Event s The number of times the state of the neighbor
relationship (seethe St at e field) has changed. See
Section 10.1 in RFC 1583.

RTr Q The current length of the retransmission queue.

3.4.2.5 Network-Range Information

Use the show net -r ange [ <ai d>] command to display information about the
network ranges assigned to the areas configured on the PowerHub system. If you omit
the optional <ai d> argument, summary information is displayed for all the network
ranges in al the areas on the hub. To display network-range information for a specific
area, use the <ai d>argument.

Here is an example of the information displayed by the show net-range
command. In this example, the optional <ai d> argument is omitted. Only one network
range is listed in the display, indicating that only one OSPF network range has been
configured on the hub.

19: Power Hub: ospf # show net -range
Area ID Net Mask Advertise

1.1.1.1 200. 200. 200. 0 255, 255.255. 0 Enabl ed

Thefieldsin this display show the following information:

Area ID The OSPF area that contains the network range.

Net The I P address of the network or subnet portion of the
network range. The network number is ANDed with the

subnet mask (see the Mask field) to make the network
range.

Mask The subnet mask that is ANDed with the network
number (see the Net field) to make the network range.
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Adverti se Indicates whether this network rangeis advertised to
other areas. The advertise state can be Enabl ed or
Di sabl ed. The advertise state is enabled by default.
To prevent the hub from advertising the network range
to other areas, use the noadv argument with the
net - range command. (See Section 3.3.7 on page 40.)

3.4.2.6 Virtual-Link Information

Use the following command to display information about a virtual link:
show virtual -1ink|vl [<aid> <router-id>]
If you omit the optional arguments, summary information is displayed for al the

virtual links that exist between this PowerHub system and other OSPF routers. To
display detailed information about a virtual link, use the optional arguments.

Here are some examples of the information displayed by this command. In the first
example, summary information is displayed. The hub in this example has only one
virtual link to another OSPF router.

20: Power Hub: ospf# show virtual -1ink
Area ID Router ID | P Address If State Nor State
1.1.1.1 3.3.3.3 150. 1. 100. 3 up full

Thefieldsin this display show the following information:
Area ID The OSPF area on the local side of the virtual link.

Router ID The router ID of the OSPF router on the local end of the
virtua link. (The PowerHub system’s OSPF router ID.)

| P Addr ess The IP address of the router on the remote end of the
Virtual Link. Routers can have many |P addresses. This
IP address is the one assigned to the remote router’ s
segment that connects the remote router to the
PowerHub system.

|F State The state of the virtual interface. The state can be one of
the following:

up The interface can be used to send and receive
OSPF route information.

down  Theinterfaceisunavailable for sending or
receiving OSPF traffic. Theinterface slink
state will be reported as down in LSAs sent
from this OSPF router.
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Nor State The state of the relationship between the PowerHub
system and the OSPF router at the remote end of the
virtual interface. The state can be one of the following:

down

at t enpt

init

two Wy

ex start

exchange

| oadi ng

full

400-1908-0001, Rev A, Issue 1

The hub has not received recent
information from the neighbor.

The hub has not received recent
information from the neighbor, but the
software is attempting to contact the
neighbor by sending Hello packets. You
can change the Hello interval using the
hi nt argument of thei nterf ace
command. (See Section 3.3.6 on

page 37.)

The hub recently received a Hello packet
from the neighbor.

Communication between the hub and the
neighbor now is bi-directional.

The hub and its neighbor are beginning
to exchange their link-state databases.

The hub is sending its link-state database
to the neighbor.

The hub is sending Link State Request
packets to the neighbor, requesting the
L SAsthat are more recent than the
information contained in the link-state
database the hub sent to that neighbor.
The hub updates its link-state database
with the new LSAs received from the
neighbor.

The hub and the neighbor have finished
exchanging their link-state databases.

For more information about these states,
see Section 10.1 in RFC 1583.
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In the following example, detailed information is displayed for a specific virtua

21: Power Hub: ospf# show virtual-link 1.1.1.1 3.3.3.3
Area | D 0 1.1.1.1
Router 1D : 3.3.8.3

| P Address : 150.1.100. 3
Transit Del ay 1

Ret ransmi ssion |Interval .5

Hel I o I nterval ;10

Rout er Dead | nterval : 60

Aut hori zation Key String :

Aut hori zation Failures 0

Virtual Interface State Doup

Virtual Interface Events 1

Virtual Neighbor State o full

Virtual Neighbor Events .5

Virtual Neighbor Retransmi ssion Que : O

400-1908-0001, Rev A, Issue 1

Thefieldsin this display show the following information:

Area ID
Router I D

| P Address

Transit Del ay

The OSPF area on the local side of the virtual link.

The router ID of the OSPF router on the local end of the
virtua link. (The PowerHub system’s OSPF router ID.)

The IP address of the router on the remote end of the
Virtual Link. Routers can have many |P addresses. This
IP address is the one assigned to the remote router’ s
segment that connects the remote router to the
PowerHub system.

The interface transmission delay for this interface.

Ret ransm ssi on | nterval

Hel | o | nterval

Rout er

The retransmission interval for this PowerHub interface.

The Hello interval for this PowerHub interface.

Dead | nterval

The router dead interval for this PowerHub interface.

Aut horization Key String

The authorization string for the PowerHub interface.
The authorization string is specified by the <key- st r >
argument of thei nt er f ace command. If thisfieldis
blank, then no authorization string is required for this
interface.

Aut hori zation Fail ures

The number of times another OSPF router tried to use
thisinterface but did not supply the correct authorization

string.
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Virtual Interface State

The state of the virtual interface. The state can be one of
the following:

up

down

Virtual Interface Events

The interface can be used to send and
receive OSPF route information.

The interface is unavailable for sending or
receiving OSPF route information. The
interface’ slink state will be reported as
down in LSAs sent from this OSPF router.

The number of times the state (seethe Vi r t ual
I nterface St at e field) has changed since OSPF
routing was enabled.

Virtual Neighbor State

The state of the relationship with the OSPF router on the

remote end of the virtual link. The state can be one of

the following:

down The hub has not received recent
information from the neighbor.

attenpt  Thehub has not received recent
information from the neighbor, but the
software is attempting to contact the
neighbor by sending Hello packets. You
can change the Hello interval using the
hi nt argument of thei nt er f ace
command. (See Section 3.3.6 on
page 37.)

init The hub recently received a Hello packet
from the neighbor.

two Way  Communication between the hub and the
neighbor now is bi-directional.

ex start Thehuband itsneighbor are beginning to
exchange their link-state databases.

exchange Thehub issending itslink-state database
to the neighbor.

| oadi ng  Thehubissending Link State Request

packets to the neighbor, requesting the
L SAsthat are more recent than the
information contained in the link-state
database the hub sent to that neighbor.
The hub updates its link-state database
with the new L SAsreceived from the
neighbor.

PowerHub OSPF Addendum



60 THE OSPF SUBSYSTEM CH. 3

full The hub and the neighbor have finished
exchanging their link-state databases.

For more information about these states,
see Section 10.1 in RFC 1583.

Vi rtual Nei ghbor Events

The number of times the relationship with the remote
end of the virtual link has changed since OSPF routing
was enabled. The stateisdisplayed inthe Vi r t ual
Nei ghbor St at e field.

Virtual Nei ghbor Retransm ssion Que

The current length of the retransmission queue on the
OSPF router at the remote end of the virtual link.

3.5 STATISTICS COMMAND

As soon as you enable OSPF forwarding, the PowerHub software begins collecting
OSPF statistics. Usethest ats [ cl ear] command to display or clear the statistics.

3.5.1 Displaying OSPF Statistics

To display the OSPF statistics, issue the following command:
stats]|s
Here is an example of the information displayed by thest at s command.

22: Power Hub: ospf # stats

Ext ernal Link-State Advertisenents 0
Checksum of the External LSA Database 00
New Li nk-State Advertisenents originated : 105
Li nk- State Advertisenents received : 121
OSPF Area Border Router . True
Total Authorization Failures 0

ospf: Total 100 KB. Used 33 KB. Free 66 %

Thefieldsin thisdisplay show the following information:
External Link-State Advertisenents

Thetotal number of type-1 and type-2 External LSAsin
the PowerHub system’ s OSPF link-state database.

Checksum of the External LSA Dat abase

A summation of the checksums of all the type-1 and
type-2 External LSAs in the PowerHub system’s
link-state database.
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New Li nk-State Advertisenments originated

The number of LSASs originated by the PowerHub
system.

Li nk- State Adverti senents received
Thenumber of L SAsreceived by the PowerHub system.
OSPF Area Border Router

Indicates whether the PowerHub system is functioning
as an AreaBorder router. Thisfield can have the
following values:

True Indicates that two or more areas are active in
the PowerHub system.

Fal se Indicatesthat only one areaisactive in the
PowerHub system. The PowerHub system is
not functioning as an Area Border router.

Total Authorization Fail ures

Memory alocation failures. If thisfield containsavalue
higher than “0,” you need to allocate more memory to
the ospf subsystem. (Seetheospf : field and

Section 2.5.2 on page 15.) Note that thisfield is not
related to the authorization key.

ospf: The amount of memory currently in use by the ospf
subsystem. The number of KB in use and unused are
listed, followed by the percentage of the allocated
memory that remains free. Generally, about 25% of the
memory you allocated for the ospf subsystem (using the
mai n get memcommand) should befree. If the Tot al
Aut hori zation Fail ures field listserrorsyou
need to allocate more memory. (See Section 2.5.2 on

page 15.)

If theTot al Aut hori zation Fail ures field
does not list errors, but the Fr ee field indicates that less
than 25% of the memory isfree, you might need to
alocate more memory. Periodically check the memory
usage (by reissuing thest at s command) to monitor the
memory usage. If the percentage in the Fr ee field
continues to decrease, you need to allocate more
memory.
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3.5.2 Clearing OSPF Statistics

To clear OSPF statistics, issue the following command:
stats clear
Here is an example of this command.

23: Power Hub: ospf # stats cl ear
OSPF: Statistics deared.

The PowerHub software clears the counters for the statistics and begins collecting
dtatistics again. Statistics also are cleared if OSPF routing is disabled, the software is
rebooted, or the PowerHub system is powered down.
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4 Route Exchange
Commands

If you configure the PowerHub system as an Autonomous System Border router, the
hub can exchange route information between RIP and OSPF. Networks that use RIP can
access networks that use OSPF, and vice-versa.

This chapter describes the commands that let you define filters for exchanging routes
between RIP and OSPF.

4.1 ACCESSING THE RIP SUBSYSTEM

To access the rip subsystem, issue the following command at the runtime prompt:
rip
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4.2 RIP AND OSPF ROUTE EXCHANGE COMMANDS

Table 4-1 lists and describes the import filter commands in the rip subsystem and
their syntax. For each command, the management capability is listed, as well as the
section that contains additional information about the command.

TABLE 4-1 RIP import filter subsystem commands.

Command and Description Capability*  See...

ospf-export-filter|oef add|a <filnunpr R 432
report|r]| hide| h <addr> <nmask>
Adds afilter for exporting routes from RIP to OSPF.

ospf-export-filter|oef chng|c <filnunr
report|r]|hide|h [<addr> <mask>]
Changes an existing filter for exporting routes from RIP to OSPF.

ospf-export-filter|oef del|d <filter-list>
Deletes a filter for exporting routes from RIP to OSPF.

ospf-export-filter|oef show s <filter-Ilist>
Displays filters for exporting routes from RIP to OSPF.

ospf-inport-filter|oif add|a <filnunr R 431
accept|a| discard|d <addr> <nask>
Adds afilter for importing routes from OSPF to RIP.

ospf-inport-filter|oif chng|c <filnun>
accept|al discard|d [ <addr> <nask>]
Changes an existing filter for importing routes from OSPF to RIP.

ospf-inport-filter|oif del|d <filter-Ilist>
Deletes a filter for importing routes from OSPF to RIP.

ospf-inport-filter|oif show s <filter-list>
Displays filters for importing routes from OSPF to RIP.

*R= Root.
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4.3 FILTERING EXCHANGED ROUTES

The PowerHub software is configured to exchange all OSPF and RIP routes by
default. If you do not want the PowerHub software to exchange al route information
between RIP and OSPF, you can define filters to selectively block or forward routes
exchanged between RIP and OSPF:

e To control the routes exported from RIP to OSPF, use the
ri pospf-export-filter command. Define accept filters to explicitly export
only theroutesyou specify. Definediscard filtersto export all routes except the routes
you explicitly discard. (See Section 4.3.1 on page 65.)

e To control the routes imported from OSPF to RIP, use the
ripospf-import-filter command. Define accept filters to explicitly import
only the routes you specify. Define discard filters to import all routes except the
routes you explicitly discard. (See Section 4.3.2 on page 67.)

Routes are filtered according to the network address (or subnet address) and the
subnet mask. Routes to the network or subnet are either accepted for import or export or
discarded, based upon the action (accept or discard) you specify when you define the
filter.

NOTE: If both RIP and OSPF are enabled on the same interface, routing loops can occur.
Accordingly, when you enable OSPF routing, the PowerHub software automatically turns
off RIP listen on the IP interfaces that also are enabled as OSPF interfaces. You cannot
enable RIP listen on IP interfaces that are enabled as OSPF interfaces.

The PowerHub software does not change the setting for RIP talk.

4.3.1 Filtering the OSPF Routes Imported to RIP

The following sections describe the commands you use to add, display, change, or
delete OSPF import filters.

4.3.1.1 Adding an OSPF Import Filter

To selectively block or forward the OSPF routes reported to RIP, use the
ospf-inport-filter command.

ospf-inport-filter|oif add|a <filnunm accept| a]discard|d
<addr > <mask>
where:

<fil nunp Specifies the filter number. Y ou can specify a number from 1
through 64.

accept|al discard|d

Specifies whether you want the PowerHub software to accept
or discard routes to the networks corresponding to <addr >
and <nmask>.
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If you specify accept , routesto only the networks specified
by <addr >and <nask> are accepted. Routes to all other
networks reported by OSPF are discarded. To accept
additional routes, define additional filters to accept those
routes.

Conversely, if you specify di scar d, routes to only the
networks specified by <addr >and <mask> are discarded.
Routes to all other networks reported by OSPF are accepted.
To discard additional routes, define additional filters to
discard those routes.

<addr > Specifies the I P network address or subnet address you want RIP to
accept or discard. Use dotted decimal notation (XXX.XXX.XXX.XXX,
where each “X” is an integer from O through 9).

<mask> Specifies the | P subnet mask for the network or subnet you specify
for <addr >. Use dotted decimal notation (XXX.XXX.XXX.XXX, Where
each “x” isaninteger from O through 9).

4.3.1.2 Displaying an OSPF Import Filter

To display an OSPF import filter, use the following command:
ospf-inport-filter|oif show s <filter-list>
where:

<filter-1list> Specifiesthefilter number(s). Y ou can specify asinglefilter number
or acomma-separated list of filter numbers.

4.3.1.3 Changing an OSPF Import Filter

To change an existing OSPF import filter, use the following command:
ospf-inmport-filter|oif chng|c <filnun> accept| a| di scard|d
[ <addr> <mask>]

The arguments are the same as those used by the ospf -i nport-filter add
command. See Section 4.3.1.1 on page 65.

4.3.1.4 Deleting an OSPF I mport Filter

To change an existing OSPF import filter, use the following command:
ospf-inport-filter|oif del|d <filter-Ilist>
where:

<filter-1list> Specifiesthefilter number(s). Y ou can specify asinglefilter number
or acomma-separated list of filter numbers.
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4.3.2 Filtering the RIP Routes Exported to OSPF

The following sections describe the commands you use to add, display, change, or
delete OSPF import filters.

NOTE: The PowerHub software exports al RIP routes into OSPF as type-2 externa
routes.

4.3.2.1 Adding an OSPF Export Filter

To selectively block or forward the RIP routes reported to OSPF, use the
ospf-export-filter command.

ospf-export-filter|oif add|a <filnun> accept|a|discard|d

<addr > <mask>
where:
<fil nunm> Specifies the filter number. Y ou can specify a number from 1
through 64.
accept| al discard|d

Specifies whether you want the PowerHub software to accept
or discard routes to the networks corresponding to <addr >
and <mask>.

If you specify accept , routesto only the networks specified
by <addr >and <nmask> are accepted. Routes to all other
networks reported by RIP are discarded. To accept additional
routes, define additional filters to accept those routes.

Conversely, if you specify di scar d, routes to only the
networks specified by <addr >and <mask> are discarded.
Routesto all other networksreported by RIP are accepted. To
discard additional routes, define additional filters to discard
those routes.

<addr > Specifiesthe | P network address or subnet address you want OSPFto
accept or discard. Use dotted decimal notation (XXX.XXX.XXX.XXX,
where each “X” isan integer from O through 9).

<mask> Specifies the | P subnet mask for the network or subnet you specify
for <addr >. Use dotted decimal notation (XXX.XXX.XXX.XXX, Where
each “x” isaninteger from O through 9).

4.3.2.2 Displaying an OSPF Export Filter

To display an OSPF export filter, use the following command:
ospf-export-filter|oif show s <filter-list>
where:

<filter-1list> Specifiesthefilter number(s). Y ou can specify asinglefilter number
or acomma-separated list of filter numbers.

400-1908-0001, Rev A, Issue 1 PowerHub OSPF Addendum



68 ROUTE EXCHANGE COMMANDS CH. 4

4.3.2.3 Changing an OSPF Export Filter

To change an existing OSPF export filter, use the following command:
ospf-inmport-filter|oif chng|c <filnun> accept| a| di scard|d
[ <addr> <mask>]

The arguments are the same as those used by the ospf-i mport-filter add
command. See Section 4.3.2.1 on page 67.

4.3.2.4 Deleting an OSPF Export Filter

To change an existing OSPF export filter, use the following command:
ospf-inport-filter|oif del|d <filter-Ilist>
where:

<filter-list> Specifiesthefilter number(s). Y ou can specify asinglefilter number
or acomma-separated list of filter numbers.
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